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1. Introduction
Composite materials are among the most prominent materials today, both in terms of
applications and development. Nevertheless, their complex structure and heterogeneous
nature lead to difficulties, both in the prediction of its properties and on the achievement
of the ideal constituent distributions. Homogenisation procedures may provide answers in
both cases. With this in mind, the main focus of this chapter is to show the importance
of computational procedures for this task, mainly in terms of the different applications
of Asymptotic Expansion Homogenisation (AEH) to heterogeneous periodic media and,
above all, composite materials. First of all, it is noteworthy that the detailed numerical
modelling of the mechanical behaviour of composite material structures tends to involve
high computational costs. In this scope, the use of homogenisation methodologies can lead
to significant benefits. These techniques allow the simplification of a heterogeneous medium
using an equivalent homogenous medium and macrostructural behaviour laws obtained from
microstructural information. Furthermore, composite materials typically have heterogeneities
with characteristic dimensions significantly smaller than the dimensions of the structural
component itself. If the distribution of the heterogeneities is roughly periodic, it can usually be
approximated by a detailed periodic representative unit-cell. Thus, the Asymptotic Expansion
Homogenisation (AEH) method is an excellent methodology to model physical phenomena
on media with periodic microstructure, as well as a useful technique to study the mechanical
behaviour of structural components built with composite materials. In terms of computational
implementation, the main advantages of this method are (i) the fact that it allows a significant
reduction of the number of degrees of freedom and (ii) the capability to find the stress and
strain microstructural fields associated with a given macrostructural equilibrium state. In
fact, unlike other common homogenisation methods, the AEH leads to explicit mathematical
equations to characterise those fields, that is, to perform a localisation.
On the other hand, topology optimisation typically deals with material distributions to
achieve the best behaviour for a given objective. The common approach to structural topology
optimisation uses a variety of compliance minimisation (stiffness maximisation) procedures
and functions. When analysing composite materials, these strategies often lead to multiscale
procedures, either as a way to relax the initial discrete problem or in an effort to attain both
optimal global structure and optimal microstructure. In this sense, the integration of AEH
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procedures in topology optimisation appears in different ways, either through simultaneous
multiscale optimisation, or taking the influence of one of the scales and optimising the other.
In this sense, this chapter shows the four main approaches to the integration of
AEH in topology optimisation procedures: structure optimisation for a given composite
microstructure; microstructure optimisation for a given structure; simultaneous optimisation
of both scales (hierarchical approach); and material design. The problems are solved on a
multiload multiobjective thermoelastic in-house developed computational platform.
The authors thus show the use of AEH procedures and equations both to evaluate
homogenised composite materials and to find the ideal material distribution for a given
problem. This chapter aims to provide a review of some of the main aspects of these methods
and to present some illustrative examples.

2. Asymptotic Expansion Homogenisation
The Asymptotic Expansion Homogenisation (AEH) method is used to solve problems that
involve physical phenomena on continuous media with periodic microstructures. It is a useful
technique to study the behaviour of structural components built from composite materials,
with some advantages over other methods. On one hand, it allows a significant reduction
of the problem size and, on the other hand, it has the capability to characterise surface
conduction heat flux, strain and stress microfields. AEH leads to specific equations that
characterise these fields in a process called localisation, not found on most homogenisation
methods. The localisation process is essentially the inverse of the homogenisation process.
2.1 Differential formulation of thermal and thermoelastic problems

A linear thermoelastic heterogeneous material fills a solid1 Ω ∈ IR3 and has a microstructure
defined by the periodic distribution of a Representative Unit-Cell (RUC) in the space Y (see
Fig. 1). As periodic microstructure materials usually have a small relation ε ≪ 1 between the
characteristic dimensions of both domains, the thermomechanical response of these materials
has periodic oscilations of the resulting temperature, displacement, conduction heat flux,
stress and strain fields. These oscillations rise from the periodic heterogeneities and are seen
in a neighbourhood ε of any point in Ω. It is thus natural to assume the existence of two
separate scales x and y where the behaviour of the material on the macroscale and microscale,
respectively, takes place. The variables associated to different fields are then functionally
dependent of both systems x and y, where
y = x/ε.

(1)

This functional dependence in y is periodic in the domain Y, a property usually referred to as
Y-periodicity.
In terms of thermoelastic properties, Y-periodicity of the microstructural heterogeneity gives
Y-periodic thermal conductivity k, thermal expansion α and elasticity D tensors. On the other
hand, macroscale material homogeneity results in a non-direct dependency between these
tensors and the macroscale coordinate system x. In this context, these constitutive tensors are

1

The open set Ω ∈ IR3 is limited by the boundary Γ.
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Fig. 1. Heterogeneous thermoelastic material Ω and representative unit-cell Y used in the
microscale problem of the asymptotic expansion homogenisation, resulting, with ε → 0, on
the homogeneous material Ωh .
defined as
k ij = k ij (y ),
αij = αij (y )

(2)
and

(3)

Dijkl = Dijkl (y ),

(4)

respectively. On the macroscale coordinate system, x, microstructural heterogeneities manifest
over a period ε−1 times smaller than the characteristic dimensions of the space Y. Then,
according to equation 1,
kεij (x) = k ij (x/ε),

(5)

αεij (x) = αij (x/ε)

and

ε
Dijkl
(x) = Dijkl (x/ε),

(6)
(7)

where the index ε states that k, α and D are εY-periodic in x. In this sense, the thermal
steady-state problem is described by the equilibrium equation and the Fourier’s law for heat
conduction (Cioranescu & Donato, 1999)
∂q εi
− Q = 0 in
∂xiε
q εi = − kεij

∂T ε
∂x εj

in

Ω

and

Ω,

(8)
(9)

for i, j = 1, . . . , 3. q i are the components of the surface conduction heat fluxes. Q it the rate of
heat generation per unit volume and T the temperature field. The boundary of Ω is defined
by the surfaces ΓDT , ΓNT and ΓRT . These are related to the Dirichlet, Neumann and Robin
boundary conditions 2
T ε = T̄
q εi n i
q εi n i

in

ΓDT ,

= − q̄ in ΓNT and
= hc ( T ε − T∞ ) in ΓRT ,

(10)
(11)
(12)

where ΓDT ∪ ΓNT ∪ ΓRT = Γ and ΓDT ∩ ΓNT = ΓDT ∩ ΓRT = ΓNT ∩ ΓRT = ∅. T̄ and q̄ are
prescribed temperature and surface conduction heat flux values, respectively. n i are the
components of an outward unit vector, orthogonal to the surfaces ΓNT or ΓRT . hc and T∞
2

Radiation processes are note considered in this work.
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are the convection coefficient and ambient temperature, respectively. The temperature field is
the solution to the thermal problem is the solution T ε ∈ V0Ω of the variational problem


Ω

kεij

∂T ε ∂v
dΩ =
∂x εj ∂xiε



Ω

QvdΩ +



ΓNT

q̄vdΓ −



ΓRT

hc ( T ε − T∞ ) vdΓ,

∀v ∈ V0Ω ,

(13)

where V0Ω is the set of continuous functions, sufficiently regular and zero-valued in ΓDT .
The heterogeneous material is made of n > 1 homogeneous materials, making the thermal
problem a set of n problems with equations equivalent to expression 8, having temperature
and surface flux continuity conditions on every interface between subdomains (Lewis et al.,
1996).
Assuming infinitesimal strains associated to a quasi-static process, the linear thermoelasticity
problem is described by the following equilibrium equations, strain-displacement relations
and constitutive relations (Duhamel-Neumann law) (Cioranescu & Donato, 1999)
∂σijε
∂x εj

+ bi = 0 in Ω,


(14)



in

Ω

ε
ε
− ∆T ε βεij
ǫkl
σijε = Dijkl

in

Ω,

1
ǫijε =
2

∂u εj
∂u εi
+ ε
∂x εj
∂xi

and

(15)
(16)

respectively, where
∆T ε = T ε − T0

and

(17)

βεij

βεij (x/ε).

(18)

=

ε
Dijkl
αεkl

=

σij and ǫij the components of the Cauchy stress tensor and strain tensor, respectively. bi and
u i represent the components of the volume loads and displacements, respectively. T0 is the
reference temperature and β ij are the components of the thermal moduli tensor. If ∆T ε = 0
or βεij = 0, the problem becomes the purely mechanical linear elastic problem. The boundary
of Ω is defined by the surfaces ΓDu and ΓNu . These are associated to Dirichlet and Neumann
boundary conditions
u εi = ū i
σijε n j = t̄i

in
in

ΓDu

and

(19)

ΓNu ,

(20)

respectively, where ΓDu ∪ ΓNu = Γ and ΓDu ∩ ΓNu = ∅. ū i and t̄i are prescribed displacement
and surface load values, respectively. n j are components of an outward unit vector, orthogonal
to surface ΓNu .
Solving the thermoelastic problem consists of determining the displacement field that is the
solution uε ∈ V0Ω of the variational problem


Ω

ε
Dijkl




∂u εk ∂vi
ε ∂vi
ε
β
T
−
T
b
v
dΩ
+
dΩ
=
dΩ
+
t̄i vi dΓ,
)
(
0
i i
ij ∂x ε
∂xlε ∂x εj
ΓNu
Ω
Ω
j

∀v ∈ V0Ω ,

(21)

where V0Ω is the set of funcions, continuous, sufficiently regular and zero-valued in ΓDu .
The heterogeneous material is made of n > 1 homogeneous materials, from which the
linear thermoelasticity problem consists of n equations similar to equation 14, associated to
displacement and surface load continuity conditions on the interfaces of the different material
subdomains.
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2.2 Homogenised thermal and thermoelastic problems

With the existence of two different scales, associated to behaviour levels over the macroscale
Ω and microscale Y, the temperature and displacement fields are approximated using the
respective asymptotic expansions in ε:
T ε (x) = T (0) (x, y ) + εT (1) (x, y ) + ε2 T (2) (x, y ) + · · ·
( 0)

( 1)

and

(22)

( 2)

u εi (x) = u i (x, y ) + εu i (x, y ) + ε2 u i (x, y ) + · · · ,

(23)

(r )

where T (r ) (x, y ) and u i (x, y ), with r ∈ IN0 , are Y-periodic functions in y, classified as the rth
order temperature field correctors and displacement field correctors, respectively. According
to equation 1, using the chain rule of function derivatives,
1 ∂·
∂·
∂·
+
.
=
ε
∂xi
∂xi
ε ∂yi

(24)

In this context, including the temperature asymptotic expansion (Eq.
22) in the
Fourier’s equations for heat conduction (Eq. 9) and on the Duhamel-Neumann law (Eq.
16), and including the displacement asymptotic expansion (Eq. 23) in the linearised
strain-displacement relations (Eq. 15), result in the linearised thermoelastic problem. The
temperature field T (0) is the solution of the homogenised thermal problem
∂Ξi
− Q = 0 in
∂xi
T (0) = T̄

in

Ω,

(25)

ΓDT ,

(26)

Ξi n i = − q̄ in ΓNT ,


Ξi n i = hc T (0) − T∞
Ξi = − khij

∂T (0)
∂x j

in

(27)
in

Γ RT ,

with

(28)

Ω,

(29)

where Ξi are the components of the macrostructural homogenised superficial conduction heat
fields and khij are the components of the homogenised thermal conductivity tensor, defined as
1
khik =
|Y|





∂Υk
k ij (y) Ikj −
∂y j
Y



dY.

(30)

Ikj = δjk is the Kronecker delta and Υk are the components of the thermal characteristic
 Y of the
displacement field tensor (Pinho-da-Cruz, 2007). These are the solutions Υk ∈ V
auxiliary microstructural variational problem


Y

k ij

∂Υk ∂v
dY =
∂y j ∂yi



Y

k ik

∂v
dY,
∂yi

 Y,
∀v ∈ V

(31)

 Y is the set of Y-periodic continuous functions, sufficiently regular and with an
where V
average value3 equal to zero in Y. The existence of average values equal to zero in Y for the
3

The average value on a function Φ (x, y), Y-periodic in Y, is defined by < Φ >Y =
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solutions of the equations 31 is an unicity condition for the thermal characteristic displacement
field tensor Υ (Sanchez-Hubert & Sanchez-Palencia, 1992).
( 0)
Concerning the displacement field u i , it is the solution of the homogenised thermoelasticity
problem
∂Σij
+ bi = 0 in
∂x j

Ω,

(32)

( 0)

= ū i in ΓDu ,
Σij n j = t̄i in ΓNu ,

ui

Σij =

( 0)
h ∂u k
Dijkl
∂xl



− T

(33)
with
( 0)

(34)


− T0 βhij

in

Ω,

(35)

h and βh
where Σij are components of the macrostructural homogenised stress tensor. Dijkl
ij
are the components of the homogenised elasticity and thermal moduli tensors, respectively,
defined as


∂χmn
1
mn
=
D (y) Ikl − k
dY
|Y| Y ijkl
∂yl

∂Ψk
1
h
dY .
β ij (y) − Dijkl (y)
β ij =
| Y| Y
∂yl

h
Dijmn

and

(36)
(37)

and Ψk are the
= δkm δln , where δij is the symbol for the Kronecker delta. χmn
Imn
kl
k
components of the mechanical characteristic displacement field tensor and thermomechanical
characteristic displacement field tensor, respectively (Pinho-da-Cruz, 2007). These fields are


the solutions χmn
k ∈ VY and Ψk ∈ VY of the microstructural variational auxiliary problems





∂χmn
∂v
k ∂vi
dY =
Dijkl
Dijmn i dY,
∂yl ∂y j
∂y j
Y
Y
Y

Dijkl

∂Ψk ∂vi
dY =
∂yl ∂y j



Y

β ij

∂vi
dY,
∂y j

 Y,
∀vi ∈ V

 Y,
∀vi ∈ V

and

(38)

(39)

 Y is the set of Y-periodic functions, continuous and sufficiently regular, with an
where V
average value equal to zero in Y. Once again, the existence of average values equal to zero in
Y for the solutions of the equations 38 and 39 is an unicity condition for the tensor χ of the
mechanical characteristic displacement field (Sanchez-Hubert & Sanchez-Palencia, 1992) and
for the tensor Ψ of the thermomechanical characteristic displacement field, respectively.
Note that the usage of two scales in this application is based on the assumption of the
existence of periodic oscillations os the resulting temperature and displacement fields that
result from the periodicity of the microstructural heterogeneous detail. These oscillations
should superimpose the macroscopic fields, where the heterogeneous details are not directly
considered. Is this sense, for first-order approximations of the temperature and displacement
fields, these oscillations can be seen as fluctuations around a macroscopic average value, as
illustrated in figure 2.
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Fig. 2. Illustration of the asymptotic expansion homogenisation first-order approximation for
the displacement field for a one-dimensional case. The displacement field in Ω is
approximated adding the Y−periodic microscale first-order fluctuations to the homogenised
macroscale Ωh field.
2.3 Conventional methodologies
2.3.1 Conventional homogenisation

In practice, a significant part of structural applications based on periodic microstructure
materials has a scale factor ε ≪ 1. In this sense, first-order approximations for the temperature
and displacement fields are adequate representations (see Eqs. 22 and 23). This simplifies
the asymptotic expansion methodology, resulting in the conventional homogenisation
methodology (Terada, 1996). This is a rigorous mathematical technique, in which the initial
problems are approximated by a two-scale procedure. In this, the global problem becomes a
conventional structural problem with a homogeneous material, using constitutive information
taken from the solutions of the microscale problems. These, on the other hand, allow the study
of the microstructural detail using a representative unit-cell. The homogenised properties are
calculated from the solutions of the microscale problems with periodicity constraints (see Eqs.
31 and 30, 38 and 36, and 39 and 37).
In this sense, the numerical gains of this method are considerable, since the number of degrees
of freedom associated to a detailed discretisation is significantly reduced. The microstructural
details are instead defined on a single representative unit-cell, while the macrostructure is
modelled as is it was a homogeneous medium.
2.3.2 Conventional localisation

Another advantage of the asymptotic expansion homogenisation is that it allows the
characterisation of the microstructural surface conduction heat flux, strain and stress fields. In
fact, contrary to the other usual homogenisation methods, this method provides mathematical
expressions that define the microstructural levels of these fields. This process, opposite to the
homogenisation, is called localisation (see Fig. 3).
Considering first-order approximations, the microstructural surface conduction heat flux field
defined on the conventional localisation methodology is (Pinho-da-Cruz, 2007)


∂T (0)
∂Υk
( 1)
k
− Ij
.
(40)
q i (x, y ) = k ij (y)
∂y j
∂xk
The localised microstructural strain field, on the other hand, is defined as
( 1)
ǫij (x, y )

www.intechopen.com

= ℑkl
ij

∂χmn
k
Imn
−
kl
∂yl


( 0)

∂Ψk  (0)
∂u m
+
T − T0
,
∂xn
∂yl

(41)
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Homogenisation

Y
Localisation

Fig. 3. Data flux between the macroscale Ω and microscale Y with the homogenisation and
localisation procedures.
where


1
=
δ δ + δil δjk .
2 ik jl
In turn, the localised stress field is defined as

ℑkl
ij

( 1)
σij (x, y )

= Dijkl (y)

Imn
kl

∂χmn
− k
∂yl

(42)

( 0)


∂u m
∂Ψk
+ Dijkl (y)
− β ij (y) T (0) − T0 .
∂xn
∂yl

(43)

Equations 40, 41 and 43 allow, for a given point x, the definition of the approximate values
for the respective fields within the microstructural heterogeneities. On the other hand, the
homogenised macrostructural heat flux, Ξi , and stress, Σij , fields, being by definition the
( 1)

( 1)

average of the microstructural heat flux q i and stress σij fields in Y, are unable to represent
any microstructural fluctuations and lack detail.
For further details on the mathematical and numerical basis of the asymptotic expansion
homogenisation method and its applications, please consult the references (Guedes & Kikuchi,
1990; Oliveira et al., 2009; Pinho-da-Cruz, 2007; Pinho-da-Cruz et al., 2008; 2009).

3. AEH and topology optimisation
In the context of topology optimisation aplications, the effective number of different
homogeneous materials on the microstructure of a given heteregeneous material depends on
the density distribution that results from the use of the SIMP (Solid Isotropic Material with
Penalisation) method on the microscale. The homogenised constitutive tensors, Dh , β h and
kh can be calculated using the AEH (see Eqs. 36, 37 and 30). However, their use in the topology
optimisation procedures presented on the second part of this chapter requires a small change
to the definition of the local properties within the microscale. Instead of having different
base materials, the material in each point y is defined by the SIMP power-law method, thus
affecting a single base material with different density values μ (Bendsøe & Sigmund, 2003),
i.e.
D e y = D ( μ ) = μ p D0 ,
βe y = β (μ ) = D(μ )α(μ ) = μ p D0 μ p α0 = μ2p β 0
k e y = k ( μ ) = μ p k0 ,

www.intechopen.com
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where the density μ = μ (y ) may vary continuously within4 0 ≤ μ ≤ 1 and p is
an intermediate density penalisation factor, aimed at obtaining discrete results for the
optimisation problem, with two well defined material phases. From this, equations 36, 37
and 30 are, respectively, slightly changed to

βhij =

1
| Y|

khik =

1
|Y|



∂χmn
k
dY ,
∂yl
Y

∂Ψ
β ij (μ ) − Dijkl (μ ) k dY and
∂yl
Y



∂Υk
k ij (μ ) Ikj −
dY .
∂y j
Y

1
| Y|

h
=
Dijmn

Dijkl (μ ) Imn
kl −

Equations 47 and 49 may as well be written in variational form (Bendsøe, 1995) as

ij 

∂χ
∂χmn
1
p
ij
h
k
dY and
Imn
−
D pqkl (μ ) I pq −
=
Dijmn
kl
| Y| Y
∂yq
∂yl




i
k
1
∂Υ
∂Υ
khik =
k (μ ) Iil −
dY ,
Ikj −
| Y| Y l j
∂yl
∂y j

(47)
(48)
(49)

(50)
(51)

respectively.
Another aspect of the possible material distribution affects the desired bounds in terms of
properties within the microscale. The presented SIMP format is usually applied for material
interpolation between material and void. However, when working with composite materials,
the bounds will be determined by two different constituent materials. One of the most
straightforward ways to fulfil this requirement is slightly changing the power-law (Bendsøe
& Sigmund, 1999; Sigmund, 2007). On one hand, the general material property P becomes
P (μ ) = μ p P1 + (1 − μ p ) P2

(52)

where P1 > P2 . This material interpolation scheme allows property P to vary between the
bounds of material 1 and material 2. Furthermore, if P2 = Pmin , it results in an interpolation
between material and void. In either case, as used in this work, this power-law can be
redefined as
P (μ ) = μ p P1 + (1 − μ p )dm P1 = [ μ p + dm (1 − μ p )] P1 ,

(53)

where dm = Pmin /P1 . Alternatively, the modified SIMP (Bendsøe & Sigmund, 1999; Sigmund,
2007)
P (μ ) = Pmin + μ p ( P1 − Pmin )

(54)

has the same practical implications. Both in equations 53 and 54, Pmin is the minimum value
for the property P, different from zero to avoid singularities and numerical conditioning
problems. Furthermore, these alternatives have some advantages over the original SIMP, most
of all the fact that the minimum for P is now independent of the penalty exponent. They allow
the use of multiphase materials, instead of the original cellular materials, and are more flexible
for a wider variety of filtering techniques (Sigmund, 2007).
4

In practice, it is usual to use a minimum value for the density μ ≥ μmin > 0, in order to avoid numerical
problems if μ = 0.
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4. Multiscale topology optimisation
Topology optimisation in structural mechanics consists of searching for the optimal material
distribution within a certain admissible domain. This distribution, dependent on density
variables, varies between high and low density regions. As a matter of fact, the initial
definition of the problem is discrete, in which the variable can only take the values 1
(dense material) or 0 (void or soft phase). Among several others, one of the strategies for
relaxing this problem is allowing the existence of intermediate densities and giving it physical
meaning by association with coherent microstructures of cellular or composite material. This
approach leads to multiscale procedures and is usually classified of homogenisation method,
leading to several different implementations and using several methods to deal with the
local problem (Allaire, 2001; Bendsøe & Kikuchi, 1988; Bendsøe & Sigmund, 2003; Diaz &
Lipton, 1997; Guedes et al., 2006; Hassani & Hinton, 1999; Rodrigues et al., 2002; Theocaris &
Stavroulakis, 1998; 1999).
In this sense, the authors show a multilevel or hierarchical methodology, for both
thermoelasticity and heat conduction.
A detailed description of the hierarchical
methodologies applied to elasticity can be consulted in the references (Coelho et al., 2008;
Rodrigues et al., 2002; Theocaris & Stavroulakis, 1998; 1999). The Asymptotic Expansion
Homogenisation method is used in the local problem of this application, both in terms of
constitutive analysis and sensitivity evaluation.
4.1 Hierarchical thermoelastic problem

Structural topology optimisation typically searches for the material distribution that minimize
compliance (maximises stiffness). In its usual form, this is evaluated using the strain energy
function as a measure of compliance or flexibility of the structure, defined as


1
S=
2

Ω

ρ p ε(u ) : D0 : ε(u )dΩ

(55)

where ρ = ρ(x) is the macrostructural density value, or using the work of exterior loads
(compliance)
W=



Ω

b · udΩ +



ΓNu

t̄ · udΓ .

(56)

b and t̄ are the volume and surface loads, respectively. These two functions can be used to
define the total potential energy
P = S−W =

1
2



Ω

ρ p ε(u ) : D0 : ε(u )dΩ −



Ω

b · udΩ +



Γ Nu

t̄ · udΓ

.

(57)

According to the principle of minimum potential energy, the potential energy is minimised by
the displacement field u that solves the equilibrium problem. This objective function gives an
explicit definition of the hierarchical structure of the multiscale problem, which can be written
as (Rodrigues et al., 2002; Theocaris & Stavroulakis, 1998; 1999)
min

max

l

ρ(x)
u ∈U
l =1,...,L
 0≤ ρ ( x )≤1
ρ ( x )dΩ≤V
Ω
L

−∑w
l =1

www.intechopen.com

l



l

Ω

1
2

l



Ω

Φ (ρ, u1 , . . . , u L )dΩ

b · u dΩ +



l

ΓNu

l

t̄ · u dΓ



(58)
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where u is the equilibrium displacement field that minimises the potential energy function.
This internal minimisation is done solving the equilibrium problem, which can alternatively
be seen as an aditional equality constraint. The presented objective function states a multiload
configuration with L load cases and corresponding weights wl . The optimal energy density
function Φ(ρ, u1 , . . . , u L ) is the solution of the local (microscale) problem and is defined as
1

L

L

Φ (ρ, u , . . . , u ) =

∑w

max

μ ( x,y)
l =1
 0≤ μ ( x,y)≤1
μ ( x,y)dY = ρ ( x )
Y

l



h
(μ )ε ij (u l )ε kl (u l )
Dijkl



.

(59)

The multiload case was shown on this general definition of the problem but will be dropped
for the remaining of this section. It will be recalled whenever necessary. The elastic problem
can be extended to include the thermal expansion terms of the thermoelastic problem. In this
sense, the strain energy can be updated using the generalised Duhamel-Neumman form of
Hooke’s law (Fung & Tong, 2005)
σij = Dijkl ε kl − β ij ∆T ,
rewriting equation 59, for a single-load case, as


h
Φ (ρ, u ) =
(μ )ε ij (u )ε kl (u ) − 2βhij (μ )ε ij (u )∆T .
max
Dijkl
μ ( x,y)
 0≤ μ ( x,y)≤1
μ ( x,y)dY = ρ ( x )
Y

(60)

(61)

Note that the local problem results of a localisation process5 where the local energy density
function is maximised according to a macroscale strain tensor. This structure defines two
different functionally dependent problems: the global problem, where equilibrium is achieved
and the overall objective is evaluated, and a set of microstructural problems, where each of the
local response is optimised and constitutive information is obtained. In the local problem, the
local density variable
μ (x, y ) is related to the global density variable through the local volume

restriction as Y μ (x, y )dY = ρ(x).
On a further notice, the global objective function and the overall definition of the hierarchical
optimisation problem can also be defined as
min

ρ(x)
0
≤
ρ ( x )≤1

ρ
(
x )dΩ≤V
Ω
Ku = f

1
2



Ω

Φ (ρ, u )dΩ ,

(62)

treated in this case in terms of an equivalent strain energy function and being equivalent,
at equilibrium, to the minimisation of the external load work (compliance). Note also that
the factor 1/2 can be simply omitted since it changes the value of the objective but nothing
about the optimal solution (Arora, 2004). Furthermore, it is important to state that one of
the advantages of the hierarquical structure is that the main procedure is independent of the
material modelling. Homogenisation or material modelling may be done over independent
modules, born from different methods and not restricted to the AEH used in this work.
5

Localisation is a generic process where macroscale average values are used to render microstructural
detail. The localisation methodology presented for the AEH is specific to that method.
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4.2 Optimality conditions

To define the necessary conditions for the optimisation problem, it must be stated in a
numerically compatible form. In this sense, according to Rodrigues et al. (Rodrigues et al.,
2002), the augmented Lagrangian of the outer problem can be written as
1
L = min
u ∈U 2
1
−
2c





Ω



Φ (ρ, u )dΩ −

max 0, Λ + c



Ω

b · udΩ +


2

Ω

ρdΩ − V

ΓNu

t̄ · udΓ

− Λ2



(63)

,

where c is the penalty parameter and Λ ≥ 0 is the Lagrange multiplier associated to the global
volume inequality restriction. Being ũ is the displacement field that fulfils global equilibrium,
the stationary condition relative to the variable ρ(x) is defined as



1 ∂Φ (ρ, ũ)
= max 0, Λ + c
ρdΩ − V
, ∀x ∈ Ω , with ρ ∈]0, 1[ ,
2
∂ρ
Ω

(64)

at point where ρ has intermediate values. At the extremes, this condition becomes an
inequality (≤ for ρ = 0 and ≥ for ρ = 1). Note, however, that these extremes are points
where there’s no need to solve the local problem. The stationary condition relative to the
Lagrange multiplier, on the other hand, is



ρdΩ − V
.
(65)
Λ = max 0, Λ + c
Ω

Condition 65 implies the fulfilment of the global volume restriction. Condition 64 defines
the stability of the Lagrange multiplier Λ at the equilibrium and for the optimal solution,
meaning that the derivative of the energy density function at the optimum, relative to the
global densities, should be constant at every x where 0 < ρ < 1 (Coelho et al., 2008; Rodrigues
et al., 2002).
The Lagrangian function for the local problem (Eq. 61) may be written as



h
(μ )ε ij (ũ )ε kl (ũ ) − 2βhij (μ )ε ij (ũ )∆T − λ(x̃)
L = Dijkl

Y ( x̃)

μdy − ρ(x̃ ) .

(66)

This is defined for every x̃ ∈ Ω and the multiplier λ is relative to the local volume restriction,
which compares the local density field μ with the global density value for a given point (ρ(x̃ )).
ε ij (ũ ) are the strain components for the displacements ũ in point x̃. Once again, the stationary
condition relative to the optimisation variable is defined, in this case the microstructural
density μ, as
h (μ )
∂Dijkl

∂μ

ε ij (ũ )ε kl (ũ ) − 2

∂βhij (μ )
∂μ

ε ij (ũ )∆T = λ(x̃) ,

∀y ∈ Y (x̃) , with 0 < μ < 1 ,
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where
h (μ )
∂Dijkl

∂μ

1
=
|Y |



Y

pμ

p −1

D0pqrs



∂χkl
δrk δsl − r
∂ys



ij 

∂χ p
δpi δqj −
∂yq

dY

(68)

and
∂βhij (μ )
∂μ

1
|Y |

=



Y

0
0
2pμ2p−1 Dijkl
α0kl − pμ p−1 Dijkl

∂Ψk
∂yl

dY

(69)

are the sensitivities of the homogenised tensors of elasticity, Dh , and thermal expansion
moduli, β h , respectively, to the variation of μ. As was the case for the global problem, these
conditions become inequalities at the extremes. Condition 67 must be satisfied, for each x in
Ω, at every y of the representative unit-cell.
The Lagangian 66 represents the local problem at the optimum, defined by the objective
function Φ (ρ, ũ ) (Eq. 61). From the definition of the Lagrange multiplier method, at the
optimum x̃,
∂Φ(ρ, ũ )
= λ(x̃) , ∀x̃ ∈ Ω .
∂ρ

(70)

From this, according to equations 64 and 67, results
h (μ )
∂Dijkl

∂μ

ε ij (ũ)ε kl (ũ) − 2

∂βhij (μ )

ε ij (ũ)∆T = λ(x̃) = 2Λ ,
∂μ
∀y ∈ Y (x̃) , with 0 < μ < 1 ,

(71)

providing a conection between the optimal necessary conditions of both scales.
4.3 Hierarchical thermal problem

The presented hierarchical structure can be seamlessly adapted to the thermal problem. Note
that both thermal and mechanical problems are formally identical. On one hand, both
are defined by a typical conservation problem, with specific constitutive and compatibility
relations and boundary conditions. On the other hand, both applications can have the
objectives defined in terms of the maximisation of a constitutive constant, i.e. stiffness
and conductivity. In this sense, as done for the objective definition of equation 62, the
thermal compliance minimisation (or conductivity maximisation) can be defined for a thermal
problem (see Eq. 13), ignoring convective and radiative terms (Q = hc = 0), as


min

1
2

max

khij (μ ) Ti′ Tj′ ,

ρ(x)
 0≤ ρ ( x )≤1
ρ ( x )dΩ≤V
Ω
KT T = q

Ω

Θ (ρ, T)dΩ ,

(72)

where
Θ(ρ, T) =

www.intechopen.com

μ ( x,y)
 0≤ μ ( x,y)≤1
μ ( x,y)dY = ρ ( x )
Y

with

Tk′ =

∂T
.
∂yk

(73)
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Function Θ is equivalent to the strain energy density function of the thermoelastic problem
for a thermal problem and is associated to the principle of virtual temperatures, which is in
turn equivalent to the principle of virtual work (Bathe, 1996; Cook et al., 1989). It is a measure
of thermal compliance, being used for the maximisation of the thermal conductivity for the
macrostructural point x of Ω. Tk′ and khij are the components of the temperature gradient and
of the homogenised thermal conductivity tensor, respectively (see Eq. 30).
The definition of the optimisation problem and optimality conditions are equivalent to those
of the previous section. It is however convenient to define the sensitivity of the homogenised
thermal conductivity tensor to the variation of μ, given as




∂khij (μ )
1
∂Υ j
∂Υi
p −1 0
δsj −
dY
(74)
=
pμ
krs δri −
∂μ
| Y| Y
∂yr
∂ys
Note that this problem can be solved independently or in a multiobjective approach. In this
case, both thermal and mechanical objectives influence the objective function as (Challis et al.,
2008; Chen et al., 2010; de Kruijf et al., 2007)
min

ρ(x)
 0≤ ρ ( x )≤1
ρ ( x )dΩ≤V
Ω
Ku = f
KT T = q

wt

m
Ft
mF
,
+
w
F0m
F0t

(75)

where F t and F m are the thermal and mechanical objective functions, respectively. F0t and F0m
are normalisation terms, usually the respective objective values for the initial solution, and the
values wt and wm are pondering weights for each objective. These weights can be used for the
construction of Pareto fronts and are defined as wm = 1 − wt , with wm ∈ [0, 1] (Frischknecht
et al., 2010).

5. Inverse homogenisation
The previous methodology, because of the clear separation of the problem in two distinct
scales, provides a further utility. It is possible to sue the inner problem to perform local
optimisation. Thus, ideal cellular or composite microstructures can be obtained as an optimal
answer to a prescribed far-field. This is commonly called as local anysotropic problem or
inverse homogenisation method.
The definition of this problem, equivalent to the local problems seen before within the
hierarchical structure (see Eqs. 59 and 73), can be expressed as


h
Φ (μ, ε, ∆T ) =
(μ )εij εkl − 2βhij (μ )εij ∆T ,
max
(76)
Dijkl
or

μ( y)
0
≤
μ
( y)≤1

μ ( y)dY=V
Y

Θ (μ, T′ ) =

www.intechopen.com
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μ( y)
0
≤
μ
( y)≤1

μ
(
y
)dY =V
Y




khij (μ ) T ′ i T ′ j ,

(77)
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as it concerns a thermomecanic or a thermal problem, respectivelly. ε, ∆T and T′ are strain,
temperature difference and temperature gradient far-field prescribed values, respectively.
The objectives of these problems are maximising the stiffness or thermal conductivity of the
material. Once again, these problems can be solved within a multiobjective application.

6. Local approach
There are several approaches to solve material distribution problems for a given structural
analysis application. In this work, as an alternative to the inverse homogenisation, a
different strategy is also referred. Called by the authors optimisation local approach,
it consists in the application of the typical single-scale topology optimisation problem
to representative unit-cells, using specific periodic boundary conditions and asymptotic
expansion homogenisation. The usual minimisation of the work of external loads or surface
conduction heat fluxes (mechanical or thermal compliance) can be expressed as
min



0≤ μ ≤1
Y

μ ( y)dY = ρ̄



Ω

∆Tβ : ε(u )dΩ +



Ω

b · udΩ +



Γ Nu

t̄ · udΓ

(78)

Ku= f

or, using its practical implementation counterpart expressed in matrix notation (Sigmund,
2001), as
min



0≤ μ ≤1
Y

μ ( y)dY = ρ̄



Ω

uT Ku dΩ ,

(79)

Ku= f

for the thermoelasticity problem, and
min



0≤ μ ≤1
Y

μ ( y)dY = ρ̄



Γ NT

q̄Td Γ ,

(80)

KT T = q

or, using its practical implementation counterpart expressed in matrix notation, as
min



0≤ μ ≤1
Y

μ ( y)dY = ρ̄



Ω

TT KT TdΩ

(81)

KT T = q

for the thermal problem (de Kruijf et al., 2007). The main difference to a typical macroscale
topology optimisation problem resides on the use of boundary conditions. Using a far-field
approach, the prescribed fields used in the inverse homogenisation are directly imposed in
this case. Furthermore, not only strains and temperature gradients can be used in this case,
but also stress and flux far-field states, applied as natural ou essential constraints. They are
transformed in adequate boundary conditions to solve the finite element problems shown on
the restrictions of the optimisation problem. These must enforce periodicity but in a broader
sense than referred before. The periodicity boundary conditions used in the AEH restrict
the overal deformation of the RUC, only allowing oscillations and maintaining an average
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value equal to zero. In this case, the RUC is forced to deform according to the far-field values
imposed, while still guaranteeing periodicity of the deformed state. In this case, not only two
degrees of freedom are restricted in each boundary condition but three, using a control node
to provide the adequate response of the RUC. After the convergence of the optimisation step,
AEH is used to evaluate the constitutive properties of the obtained material.

7. Numerical details
The numerical approach to the presented procedures is dependent on several factors. In the
context of this chapter, the authors make some general considerations over the finite element
method (FEM) and clarify some aspects related to periodicity boundary conditions.
The general case of the optimisation problems shown here in the form of the hierarchical
multiscale problem has a very high computational cost. Note that it requires two finite
element models, each one discretising each scale. Moreover, the computational requirements
are worsened from the fact that most of the time consumed in topology optimisation
problem solving is spent on the finite element method equation solving (Bendsøe, 1995).
The hierarchical structure needs, for each iteration, several FEM solutions. On one hand,
the macroscale equilibrium problem. On the other hand, for each point on the macroscale
(usually each finite element), an asymptotic expansion homogenisation problem is solved
over the microscale discretisation. This, in itself, consists in several systems of equations
to solve. Note that, for a two-dimensional problem, the elasticity problem requires three
systems of equations, the thermal expansion one more and the thermal problem a further
two. For the three-dimensional case, these values become six, one and three, respectively.
Another aspect of these local problems, including the local approach, is related to conditioning
problems, since the penalty method used here to enforce periodicity boundary conditions
tends to unbalance the equations and to slow the convergence of the solver (Oliveira et al.,
2010).
In what concerns the optimisation problem and variable update cycles, the authors use specific
implementations of Optimality Criteria methods and Krister Svanberg’s Method of Moving
Asymptotes (MMA) (Bendsøe & Sigmund, 2003; Coelho et al., 2008; Svanberg, 1987).
7.1 Boundary conditions

At this point, it is important to clarify the use of periodicity boundary conditions, which are
essential to the methodologies briefly shown in this chapter. Periodicity boundary conditions
are imposed over the surface boundaries of the RUC (see Fig. 4) and shown here for a purely
elastic case. Their usage for the thermal problem is almost seamless. The type of boundary
condition used in this work is called Multi-Freedom Constraint (MFC), as opposed to the more
usual Single-Freedom Constraint (SFC).
Starting with the periodicity boundary conditions used in the AEH, for a hexahedral unit-cell
in y1 ∈ [0, y01 ], y2 ∈ [0, y02 ] and y3 ∈ [0, y03 ] (see Fig. 4b), the boundary conditions can be
defined, for the more general 3-D case, as
χ(0, y2 , y3 ) − χ(y01 , y2 , y3 ) = 0 ,
χ(y1 , 0, y3 ) − χ(y1 , y02 , y3 ) = 0

and

(82)

χ(y1 , y2 , 0) − χ(y1 , y2 , y03 ) = 0 ,
where χ is the corrector field for the elasticity homogenisation problem, which represents the
mechanical characteristic displacement field tensor. In order to prevent rigid body motion,
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displacements and rotations of an arbitrary point of the unit-cell must be locked or, since the
MFCs are homogeneous (i.e. the independent value is equal to zero), the translation degrees
of freedom of the vertices of the RUC must be restricted.
y2

2

y02

y3

4
3

y03

5
y02

y01
0

0

0

1

y2

2
0
6

y1

y01

1
y1

(a)

2

(b)

Fig. 4. Periodic RUC: (a) quadrilateral (2-D) and (b) hexahedral (3-D).
The second case in analysis is used on the local approach optimisation problem. This method
allows the imposing of far-field stress or far-field strain. The imposing of a macroscale
stress-state σ over the RUC (e.g. taken from a integration point of the main structure finite
element mesh) may be done calculating the equivalent loads (P) over the RUC. This is done
over the boundaries (Γ) of the unit-cell, where (Böhm, 1998)
P=



Γ

t̄a (y )dΓ,

with

t̄a = σa · n .

(83)

Here, t̄a stands for the homogeneous surface traction vector corresponding to the applied
(far-field) stress σa at a given point on the cell’s surface and n is the local surface outward
unit vector. The numerical imposing of the equivalent loads involves multiplying a given
stress component by the surface area of the boundary at a given element and distributing
it to the connected boundary nodes. This equivalent load field must be antiperiodic for
equilibrium to be fulfiled. On the other hand, in order to guarantee periodicity there must
also be adequate MFCs. These are homogeneous, but, where the homogenisation application
renders only oscillations around an average state, these must allow for the global deformation
of the RUC. Thus, the vertices cease to be fixed and each MFC connects more than two nodes.
The single-freedom constraints (SFCs) used are illustrated in figure 4, preventing rigid body
motion by restricting 3 DOFs for the 2-D case and 6 DOF for the 3-D case. The MFCs use
control vertices to pull the other nodes and guarantee periodicity. The resulting MFCs may be
presented as
u(y01 , y2 ) = u(0, y2 ) + u1

and

u(y1 , y02 ) = u(y1 , 0) + u2 ,

(84)

for the 2-D case, and
u(y01 , y2 , y3 ) = u(0, y2 , y3 ) + u1 ,
u(y1 , y02 , y3 ) = u(y1 , 0, y3 ) + u2
u(y1 , y2 , y03 )
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and
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for the 3-D case.
For the last case, the macroscale strains ε are, as for the stress, imposed as a far-field state.
The main difference to the previous case is that the RUC isn’t deformed using Neumann
boundary conditions, but only Dirichlet boundary conditions. The localisation is done forcing
equivalent displacements that render an average strain equal to the macroscale strain. This is
done, for the 2-D and 3-D cases, using the non-homogeneous conditions
u(y01 , y2 ) − u(0, y2 ) = c1

and

u(y1 , y02 ) − u(y1 , 0) = c2 ,

(86)

and
u(y01 , y2 , y3 ) − u(0, y2 , y3 ) = c1 ,
u(y1 , y02 , y3 ) − u(y1 , 0, y3 ) = c2
u(y1 , y2 , y03 ) − u(y1 , y2 , 0)

and

(87)

= c3 ,

respectively. In this case, instead of the homogeneous three-node conditions used in
equations 84 and 85, two-node non-homogeneous conditions are used, using the independent
coefficients c. These constants are calculated to match the imposed strain states. Yet another
alternative configuration can be obtained with the same MFCs used in the stress-based case.
Using the same homogeneous conditions to enforce periodicity, the Dirichlet condition can be
imposed on the control vertices, rendering the same effect, i.e. adding the conditions
u1 − u0 = c1 ,
u2 − u0 = c2

and

(88)

u3 − u0 = c3
to the homogeneous MFCs used before. Note that the third condition is used only for the 3-D
case. Additionally, note that u0 = 0, which makes equations 88 correspond to single-freedom
essential boundary conditions.

8. Examples
In the scope of this chapter, the authors show some representative examples of applications of
the methods summed within the previous sections. In this sense, the Asymptotic Expansion
Homogenisation is the main topic. As such, results of the associated AEH procedures
are shown explicit or implicitly for most examples. Different applications and levels of
multiscale optimisation are also shown. All of these examples were solved in a totally
in-house developed code. This code, developed by the authors, uses the finite element method
to solve 2-D and 3-D problems, with several different linear and quadratic elements, and
a conjugate gradient iterative parallel solver. It solves problems in linear thermoelasticity
with homogenisation and automatic degree of freedom association and periodicity boundary
condition enforcing. Moreover, it is able to solve topology optimisation multiscale problems,
using variations of power-law methods, optimality criteria and MMA (Svanberg, 1987).
The first example (Oliveira et al., 2009) shows a typical AEH application. In this linear elastic
case, a given structure is subjected to a tensile stress. The material used to build this structure
is represented using the discretisation shown in figure 5(a) and models an AlSiCp MMC with
30% volume fraction of SiC particles. The macroscale uses a structured hexahedra mesh and

www.intechopen.com

Asymptotic
Expansion Homogenisation
Asymptotic Expansion Homogenisation
and
Multiscale
Topology
Optimisation
and Multiscale
Topology Optimisation
of Composite
Structures of Composite Structures

565
19

the microscale an non-structured non-periodic tetrahedra mesh. Figures 5(b) to (g) show the 6
eigenshapes χkl associated to the characteristic displacements of the representative unit-cell,
from which the oscillations that solve the local problem and allow the evaluation of the
constitutive properties are processed. Furthermore, these oscillations are also used in the
localisation procedure. In figure 6 it is possible to see the microscale stress field for a given
element and Gauss point. As expected, the macroscale stress value sits within the microscale
limits, as the material heterogeneities impose detailed stress oscillations (Oliveira et al., 2009).

(a)

(b)

(c)

(d)

(e)

(f)

(g)

Fig. 5. Unstructured and non-periodic RUC finite element mesh (microscale). Characteristic
displacements for the 30% reinforcement RUC: normal eigenshapes (a) χ11 , (b) χ22 , (c) χ33
and shear eigenshapes (d) χ12 , (e) χ23 , (f) χ13 (Oliveira et al., 2009).

Fig. 6. Equivalent von Mises stress on the microscale, obtained with the localisation
procedure on a Gauss point of a macroscale finite element (Oliveira et al., 2009).
As a second example, figure 7 shows the use of single-scale structural topology optimisation
using different constitutive properties. In this case, a RUC of aluminium (Al) matrix
reinforced with boron (B) continuous parallel fibres, with a reinforcement volume fraction
of 47%, was used. Applying the asymptotic expansion homogenisation procedure led to
an elasticity matrix for this three-dimensional composite material structure. Three different

www.intechopen.com

566

20

Advances in Composite Materials - Analysis of Natural and Man-Made
Materials
Will-be-set-by-IN-TECH

bidimensional elasticity matrices were derived, each representing the material properties of
the composite material for each of the three main orthogonal orientations. This resulted
in the two orthogonal orthotropic and one cubic orientations illustrated in figure 7. These
material properties were then used in the macroscale topology optimisation problem with
the shown set of boundary conditions. It is clear that, for a constant reinforcement volume
fraction, the microscale topology has a major influence on the optimal macrostructure design.
Furthermore, the two orthotropic examples act as bounds for the isotropic case. It is also
possible to verify the influence of the reinforcement orientation on the optimisation results.

Fig. 7. Topology optimisation results using different reinforcement orientations.
A further application shows the multiobjective optimisation of simultaneously a mechanical
and thermal problem. In this case, the local approach is applied to the compliance
minimisation problem. The minimisation of these functions frequently results in conflicting
objectives, as the resulting structures range from maximum stiffness to maximum heat
dissipation (maximum conductivity). Figure 8 shows the Pareto front that arises from the
maximisation of the stiffness of a 2-D RUC ( f v = 0.5) over the vertical direction and the
simultaneous maximisation of the thermal conductivity over a horizontal direction. The
presented values are normalised, using each initial compliance. It is noteworthy that utopia
solutions are different from Pareto optimal solutions, since objectives are conflicting. Figure
9 shows the characteristic fields (linear thermal expansion – Ψ, thermal conductivity – Υ, and
stiffness – χ), for a thermal problem weight of wt = 0.4. The same is shown for a 3-D RUC
example, with wt = 0.5 and subjected to far-field stress (σ = {1; 0; −1; 0; 0; 0}) and heat flux
(q = {0.5; 0.25; 1}) states.
An alternative to the local approach shown before is the use of the inverse optimisation.
Figure 11 shows the optimal microstructure obtained when using this methodology for a
mechanical problem, with a macroscopic strain of ε = {0; 0; 0; 1; 1; 1}. Is is possible to see
both the stiff and soft material phases. The composite material constituents have Young’s
moduli related as dm = E1 /E2 = 100. A periodicity illustration is shown for this material
distribution, showing that the method complies perfectly with this requirement. Furthermore,
an anisotropy spherical plot shows the stiffness of this material along each direction, evaluated
through the application of the AEH procedure. Once more, the characteristic displacements
that result from the material distribution and the AEH methodology are also illustrated.
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Fig. 8. Square RUC microscale optimisation results: Pareto front for a 2-D
mechanical/thermal multiobjective problem.

(a)

(b)

(c)

(d)

(e)

(f)

Fig. 9. Multiobjective topology optimisation, using the local approcah, for a 2-D RUC
(wt =0.4): (a) material distribution, (b) thermal expansion (Ψ), (c) conductivity (Υ) and (d-e)
χ11 , χ22 and χ12 characteristic displacement modes.
The previous example, in a hierarchical structure, can be used in applications as the following.
In this case, for each iteration, a multiscale problem is solved. The global problem is solved
on the macroscale, using constitutive information taken from the microscale. This problem
leads to a strain field that can be used in different forms to control the microscale problem.
In this first case, the strain field is averaged and pondered using the equivalent strain over
the macroscale in a simplified hierarchical structure. All the macroscale is made of the
same material, which constituent distribution in updated with the evolution of both the
optimisation procedure and the macroscopic strain field. Figure 12 shows both the macroscale
homogenenised problem and the optimal microscale solution that arises as a response to the
global strains. The problem is a simultaneous bending and torsion test. The results show the
results for both loads applied together (see Fig. 12(a)) or as part of a multiload case (see Fig.
12(b)).
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(a)
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(h)
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Fig. 10. Multiobjective topology optimisation, using the local approcah, for a 3-D RUC
(wt =0.5): (a) material distribution, (b) thermal expansion (Ψ), (c) conductivity (Υ) and (d-i)
χ11 , χ22 , χ33 , χ12 , χ23 and χ13 characteristic displacement modes.

(a)

(b)

(c)

(d)

(e)

(h)

(i)

(j)

1
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1 1

(f)
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Fig. 11. Microscale topology optimisation, using the inverse homogenisation, for a 3-D RUC
(ε={0; 0; 0; 1; 1; 1}): (a) stiff and (b) soft material distributions, (f) periodicity illustration, (g)
anisotropy plot, and (c-e,h-j) χ11 , χ22 , χ33 , χ12 , χ23 and χ13 characteristic displacement
modes.
The general case of the previous examples is the application of the hierarchical procedure,
with concurrent optimisation of the material distribution over the two scales. Figure 13 shows
such an application. The presented 2-D example uses a typical bycicle wheel mechanical
optimisation problem and adds a thermal problem, for a multiobjective strategy. Both the
mechanical and thermal boundary conditions are represented and the weight of the thermal
problem is wt = 0.75. Some of the local problem solutions are also presented, giving the
notion of effective material distribution, as well of the shear dimension of the problem, even
for a 2-D case. This multiobjective procedure needs normalisation of the objectives, acting
on the objective function and the sensitivities. Note that, even for this relaxed and filtered
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(c)

Fig. 12. Hierarchical problem with local topology optimisation: microscale optimal topology
(stiff phase) for (a) bending and torsion and (b) bending and torsion as multiload cases, and
(c) results with macroscale deformed state and stress isovalues.
solution, the macroscale density distribution still shows some checkerboard tendencies. This
can be solved using higher-order finite elements but leads to an even higher computational
cost.

Fig. 13. Hierarchical multiobjective (thermal and mechanical) 2-D example (wt =0.75),
showing the macroscale density distribution and some local material distributions.
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9. Final remarks
The main objective of this chapter was to give an overview of the Asymptotic Expansion
Homogenisation, and its use both on the evaluation of effective properties of periodic
structure composite and cellular materials and on the search for the optimal material for a
given application. The procedures associated to these objectives are shown, for linear thermal
an thermomechanical problems. Special emphasis is put on problem formulation and certain
specific numerical details. Moreover, its usage in topology optimisation problems is shown to
be varied, ranging from local optimisation to the full fledged hierarchical optimisation.
Nevertheless, in spite of the potential of these strategies, there are some shortcomings.
First of all, the boundary conditions associated to these problems can become numerically
problematic. On one hand, its implementation is not always straightforward. On the other
hand, depending on the method used, they can lead to conditioning problems of the numerical
equation systems and subsequent convergence problems and computational time increase.
This is even more critical when considering optimisation problems. The varying local density
distribution and the sometimes very high difference between numerical values within the
systems of equations slows the problem solving down. If one adds this to the overall
dimension of hierarchical multiscale problems, the problems rapidly approach limits that
make them impossible to solve in conventional hardware.
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