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1. Introduction
In electron microscopy, spectroscopy and microanalysis, knowledge of certain quantities is
very often needed for proper analytical measurement. Unfortunately, the real values of
some of these quantities can only be roughly estimated for two reasons: the complicated
process of electron and phonon transport through the matter can be only very approximately
described by the analytical theory, and the experimental measurement of some quantities
for proper evaluation of experiments is hardly possible. In this case, a Monte-Carlo
simulation (MC) can give us reasonable results (see reviews (Berger, 1963), (Binder, 1979),
(Joy, 1995), (Dapor, 2003)). As the main motivations of Monte-Carlo simulations in electron
microscopy and spectroscopy we can put
a. calculation of inelastic mean free path (IMFP) of electrons in matter,
b. prognostics of the physical processes results.
The reliability of Monte-Carlo models is usually checked by comparison with experimental
results; unfortunately, some quantities can be measured only indirectly or with some
experimental problems. The basic problems lie
a. in selecting suitable quantities, which can be at best directly measured and the results of
calculations can be compared with them;
b. in maximizing the range of these quantities for which the checking is valid (electron
energy, atomic number, thickness of surface film, etc.)
When this method was first used, due to the low speed of computers, the multiple scattering
type of calculation was usually used, and the relatively long parts of the path were
simulated simultaneously using averaging of scattering effects. Nowadays, so-called single
scattering models are employed, where each scattering event is calculated individually. In
Monte-Carlo code, both the formulas and tables of values necessary for calculation can be
used. Because of necessity of interpolation of values between values given by tables, the
formulas are preferred.
In the energy range used for electron microscopy, spectroscopy and microanalysis (i.e.,
usually 0.1 to 300 keV), various models are used in MC codes for describing the basic
interactions of electrons with atoms - elastic and inelastic collisions and other interactions of
electrons with materials.
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2. Description of the physical interactions of electrons with material
Interaction of particle A1 with nucleus A2 is described generally by formula
A1 + A2 ⇒ A3 + A4 + Q,

(1)

where A3 is the outgoing particle, A4 is resulting nucleus and Q is emitted energy.
2.1 Elastic scattering
For elastic scattering, the simulation started using the Rutherford formula (usually with
unscreened or screened nucleus charge and sometimes with relativistic correction). Now
more exact calculation of differential cross sections is provided by using the static field
approximation of atomic potential (Dirac-Hartree-Fock-Slater, Thomas-Fermi-Dirac, etc.)
with relativistic partial wave analysis (e.g., (Salvat & Mayol, 1993), (Mayol & Salvat, 1997),
(Salvat et al., 2005)). Moreover, the Hartree-Fock-Wigner-Seitz (muffin-tin) potential can be
used for atoms in the solid state. In recent years, several comprehensive codes calculating
the differential cross-sections (DCS) and total cross-sections (TCS) have been published for
energies down to very low values (Bote et al., 2009); the database of the total and transport
cross-sections is also available (Jablonski et al., 2003).
The appearance of energy losses due to bremsstrahlung radiation is an important process in
“elastic” electron scattering by matter. The process of generating continuum radiation, i.e.,
an energy loss in “elastic” collisions, is due to the change of electron direction connected
with photon emission and some additional deceleration. The differential cross-section of
photon production with frequency ω, after a change in electron direction from v0 to v (a
change in electron direction given by angle γ) and with angle θ between the direction of the
incoming electron and photon emission, has been calculated theoretically by several authors
(Landau & Lifshic, 1974), (Kirkpatrick & Wiedmann, 1945), (Chapman et al., 1983), (Kissel et
al., 1983). Because the cross-sections of bremsstrahlung excitation are relatively very low
comparing with other precesses, this process is usually omitted.
According to the laws of energy and momentum conservation this means that at electronnucleus collision some energy is transferred to the nucleus and is thus lost by electron. Due
to the big difference between masses of electron and nucleus, the energy transfer to nucleus
is usually, e.g., at energies used in electron microscopy and microanalysis, very low, in
order of meV. Only at relatively high electron energy (e.g., at TEM) and low atomic number
samples (biological samples, polymers etc.) the electron energy loss can be remarkable.
According the formula in (Reimer, 1984), the loss at collision of 100 keV electron with carbon
nucleus depends on electron scattering angle, at 0.5 and 180 degree being 4.3 meV and 226
eV, respectively.
2.2 Inelastic scattering
For simple solution, the simple model of continuous slowing down (CSD) can be employed.
In the more exact single scattering calculations, we need to know the inelastic cross sections.
The calculation of inelastic differential cross-sections is usually slightly more complicated
due to the complicated interaction of charged particle with matter having the various
dielectric structure. Moreover, the inelastic cross-section is double differentiated - by change
of momentum (depending on scattering angle) and by electron energy loss. For MC
simulations we need to calculate the inelastic mean free path (IMFP) and the stopping
power for given electron energy and element/material; at inelastic event the result should
give us the energy loss and scattering angle.
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According to the Bethe theory, the electrons in matter are represented by the system of
oscillators and electrons lose energy due to their excitation. If we suppose discrete spectrum
M of oscilators with energy states Wi and the responsible oscilator strengths fi, then we have
for stopping power S
2

2

⎛ E ⎞
⎛ E ⎞
dE
NA M
π e4 N1 M
S=−
=
∑ f i ln ⎜
∑ Znl ln ⎜
⎟ = σ0
⎟ .
2
dz ( 4πε 0 ) E i = 1
EA i = 1
⎝ Wi ⎠
⎝ Enl ⎠

(2)

σ0 = πe4/(4πε0)2 = 6.51 10-20 keV2cm2, N1 being the number of atoms in a volume unit (N1 =
NAρ/A, ρ the density in g/cm3, or N1 = NA/A if we use mass thickness in μg/cm2), NA
Avogadro number, A the atomic mass, E electron energy in keV and z the path length in
M

μg/cm2. In original Bethe solution, due to the condition ∑ f i = Z , in the some
i =1

approximation we can similarly estimate fi by electron number at given atomic (sub)shell Zi
and Wi by the energy of electrons at these shells by Enl. This was realized in (Reimer &
Stelter, 1986); because of some atomic electrons, especially the outer ones, can result in too
large energy losses, the corrected values of Zi and Wi were used. By definition of the mean
ionisation potential J (in eV units) according the condition

M

∑ fi ln Wi = Z ln J we obtain from
i =1

(2) the simple formula for so called continuous slowing down approximation of electrons in
material
SB = 2π e 4

N 1Z ⎛ 1.166E ⎞ ,
ln ⎜
⎟
E
⎝ J ⎠

(3a)

Z being the atomic number and J the mean ionisation potential, which can depend on Z. The
empirical formula for J used in the most works on electron probe microanalysis (EPMA),
according to (Berger & Seltzer, 1964), is as follows
J/Z = 0.015 for Z ≤ 13

(4a)

J/Z = 9.76 + 58.5-0.19 for Z > 13.

(4b)

and

In practice we can use for the Bethe stopping power formula
SB = 7.85 × 10 3

Zρ ⎛ 1.166E ⎞ [eV/nm].
ln ⎜
⎟
AE ⎝ J ⎠

(3b)

The stopping power S characterizes the energy loss per unit path length (negative derivation
of energy dependence on the path length). In reality, the energy losses are not continuous
and the “struggling”, the large energy losses, may appear as drops in this dependence. The
approximation also causes the divergency of S at decreasing of electron energy to zero.
Moreover, the S, which should increase with decreasing energy, starts to decrease at about E
= 6.338 J. Thus for lower energies the formula for S can be corrected by empirical corrections
- either by the Rao-Sahib & Wittry (RSW) correction (Rao-Sahib & Wittry, 1974) or by the Joy
& Luo (JL) correction (Joy & Luo, 1989), also widely used in EPMA calculations. RSW
correction is used for energies E < 6.338 J, then we have for SB the formula (the coefficient
ensures the continuity of SB at the energy E = 6.338 J)
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SB = 6.236 × 10 3

Zρ
[eV/nm].
A EJ

(5)

In the JL correction, instead of mean ionisation potential J the corrected value J’ is used in
equation (3),
J' =

J
,
1 + kJ / E

(6)

where k = 0.77 - 0.85 for various elements.
Differential cross-section (DCS) of inelastic collision in Born approximation is (Inokuti, 1971)

π e 4 1 df ( W , Q)
d 2σ
,
=
dWdQ
E WQ dW

(7)

where E is energy of primary electron, W energy loss, Q energy given by momentum change
( Q = ¥ 2 q 2 / 2 m ), ¥ q momentum change, q=k-k0, k0 and k are wave vectors of impinging and
outgoing electrons, k0= 2πλe, λe is the electron wavelength and df(Q,W)/dW is the generalised
oscillator strength (GOS) density, which gives the interaction magnitude between electron
and target. Integrating the inelastic DCS over all scattering angles, the inelastic scattering is
described by energy loss distribution (loss function) f(W) which can be approximated by
relatively simple formula. In (Liljequist, 1978) the function f(W) is defined as
f(W) =

dσ in (W)
dW

W max

∫

W min

dσ in (W)
dW ,
dW

(8)

where dσin(W)/dW is the differential inelastic cross section, integrated over the whole solid
angle. Then, on the base of supposition of binary collisions of followed electron with
electrons of material it was assumed that generally the dependence of f(W) on energy loss W
is as follows

f(W) = HW −2

(9)

in the interval (Wmin, Wmax) and f(W)=0 in (0, Wmin), Wmin > 0. Wmax and Wmin are the limits of
electron energy loss in matter. We can use simply Wmax = E, the actual energy of an electron,
Wmin is a constant, which does not change during the electron path. H is the constant which
can be calculated by normalization of f(W). If we assume the distribution (9) (hyperbolic),
the normalization of f(W) to unity, i.e.
E

∫

f(W ′)d′W = 1

(10)

EWmin
.
E − Wmin

(11)

W min

gives
H=

In (Liljequist, 1978)), the same shape of f(W) and the same value of Wmin (10 eV) for all the
elements was assumed, but better, Wmin may be taken as an adjustable parameter. By this way

www.intechopen.com

199

Monte-Carlo Simulation in Electron Microscopy and Spectroscopy

f(W) =

EWmin
W -2 ≅ W min W -2 ,
E − Wmin

(12)

(E >> Wmin), and we can calculate the actual energy loss W at each inelastic event by a way
similar to that usually used in the Monte-Carlo codes, by means of the random number R
(0 ≤ R ≤ 1) and the formula
W

∫

f(W ′)dW ' = R.

(13)

W min

Due to our knowledge of f(W), we can also simply calculate Wm, the mean energy loss,

⎛ E ⎞
W f(W)dW ≅ W min ln ⎜
⎟,
W
⎝
min
⎠
W min
E

Wm=

∫

(14)

knowing Wm the IMFP (in equations denoted as Λin) can be calculated as

Λ in =

Wm
.
SB

(15)

The advantage of this definition is the presence of only one parameter Wmin for optimizing
the agreement of the Monte-Carlo and experimental values, for example the coefficient of
elastic reflection Re. So, the energy dependence of IMFP is defined by (15) after including (3)
and (14), taking into account corrections of SB for low energy region. Even though it is not
exact shape of loss function f(W), the simplicity for fitting of some experimental data is
advantageous.
The other possibility is to utilize the supposed analytical shape of energy distribution of
losses at inelastic scattering. In the Tougaard theory (Tougaard, 1997), the basic formula for
f(E,W) is

f (W ) =

(

BW
C + W2

)

(16)

2

which is used usually for materials with broad band of energy losses, e.g., Au and Cu
(Tougaard, 1997). Here W is the energy loss and B and C are the constants. According to
normalisation
∞

B

∫ f (E, W )dW = 2C = 1 .

(17)

0

we have B=2C . In this formulas, f(W) does not depend on the primary energy of electron E.
Then from (16) and (17) we can directly write
∞

∞

Wm = ∫ Wf (E, W )dW = ∫
0
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2
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πB
4 C

.

(18)
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The suggested modification (Starý et al., 2007) can be accomplished by implementation of
the energy dependence of the loss function into the Tougaard’s formula (16). We carried it
out as follows: first, normalisation of the distribution was performed within the limits (0,E)
(E being the actual energy of electron) instead of (0,∞), which made the former constant B in
equation (19) energy-dependent as follows
B=

2C (C + E2 )
.
E2

(19)

Putting equations (18) into (15), and integrate in the limits (0,E), the integral can be solved
analytically
E

Wm = ∫ Wf (E , W )dW =
0

C (C + E2 ) ⎛ 1
E
E ⎞
arctg
−
⎜⎜
⎟.
2
E
C C + E2 ⎟⎠
⎝ C

(20)

After calculation of Wm, we can obtain the proper values of constants C and using (19) also B
in the analytical shape of energy distribution (16). Then, using the Bethe stopping power SB
corrected for low energies according to (Joy & Luo, 1989), we calculated the possible values
of IMFP with C as a free parameter for various energies between 0.1 and 20.0 keV. These
values were compared with the valid values of IMFP obtained from TPP-2 formula (Tanuma
et al., 1991a). The best fit gives the energy dependent value of C in Tougaard’s formula (16)
and modified Tougaard’s Universal cross section f(E,W) can be found. The equation (20)
can be also solved directly to find the energy dependence of C using a suitable
iteration code. By this way, we obtained for C the approximate formula
C = -0.0155*E2+0.529*E+1.8785 and C = -0.0173*E2 +0.6402*E+2.1312 (C[keV2], E[keV]), in the
case of Cu and Au, respectively. Then the energy loss can be calculated according to (13).
At given energy loss, the scattering angle is derived using several suppositions (Raether,
1980):
a. scattering angle ϑc is in interval <0, ϑmax);
b.

there is obeyed rule ϑmax = 2ϑp = Wp / E , energy Wmax is given by Wmax = 4 Wp E ;

if W < Wp , then scattering angle is ϑc = 0;
if Wp < W < Wmax, then scattering angle is ϑc = W − Wp / 2α RE , αR is a constant
defined in (Raether, 1980);
e. if W > Wmax, the binary collision (electron-electron scattering) takes place and scattering
angle is given by formula sin 2 ϑc = W / E .
Wp is energy of bulk plasmon (for carbon Wp = 25.9 eV, for copper and gold there is a
relatively complicated structure of energy losses); in our code we suppose Wp = 30 eV and
20 eV, respectively;
Except these relatively simple conditions of inelastic scattering the more exact theories
appeared. According (Fernandez-Varea et al., 1996) “the calculation of inelastic DCS starts
either from the Bethe theory for the inelastic scattering of fast electrons from free atoms or
from the dielectric theory for the energy loss of charged particles in condensed matter”.
Differential cross-section (DCS) of inelastic collision in Born approximation is given in Bethe
theory by (7). Using the GOS density df(Q,W)/dW, the quantum mechanical Bethe sum rule
(instead summing we use now integration)
c.
d.
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∞

df (Q , W )
dW = Z
dW
0

∫

(21)

is obeyed for any Q. In the limit Q → 0 the GOS becomes equal to the optical oscillator
strength (OOS) density df(0,W)/dW ≡ df(W)/dW which describes the excitation of free atom
by photons in the dipole approximation.
For binary collisions the scattering angle ϑ is given by formula (Liljequist, 1983)
Q = 2 E − W − 2 E(E − W ) cosθ

(22)

The inelastic mean free path Λ and stopping power S = - dE/ds are then given as (Liljequist,
1983)
1
= N 1 ∫ dσ ,
Λ
Q

(23)

S = N 1 ∫ Wdσ ,

(23)

Ω

the mass thickness is used in IMFP and S, and integration proceeds over space given by
kinematic conditions Ω'(W,Ω). The exact solution of this theory now enables to calculate
DCS, IMFP and stopping power for energies of electrons and positrons between 10 eV and
1GeV (Bote et al., 2009), (Fernandez-Varea et al., 2005). In (Fernandez-Varea et al., 1993), it is
possible to find the suitable approximative formulas for calculation of both of IMFP and S.
Some theories use dielectric theory and optical data and calculate the inelastic mean free
path and the stopping power by different way, e.g., (Pines, 1964), (Tung et al., 1979),
(Ritchie, 1982), (Penn, 1987), (Ding & Shimizu, 1989). The inverse inelastic mean free path is
given as
d 2 Λ −1 me 2 1 ⎛ −1 ⎞
=
Im ⎜
⎟
dω dq π ¥E q
⎝ ε (q , ω ) ⎠

(24a)

where q is momentum change of electron and ω is a frekvency giving the energy transfer
from electron at inelastic collision , W = ¥ ω. Because Λ = 1/(N1σ) and Q = ¥ 2 q 2 / 2 m , we
also have
⎛ −1 ⎞
d 2σ
me 2 1 1
Im ⎜
=
⎟.
2
dWdQ 2π ¥ N 1E Q
⎝ ε (q , ω ) ⎠

(24b)

The dielectric response of material with more or less free electron gas and by this way also
the IMFP is intensively studied. For free-electron-like material, as e.g. Al and Si, the
calculation of Im(-1/ε(ω)) agree very well with the experimental excitation spectrum and
contain sharp peak at plasmon energy and several edges due to deep inner shels. Also the
theoretical plasmon dispersion relation agrees with experiments, mainly for low q’s
(Raether, 1980). For transition metals and noble metals, the improved method was
suggested by (Penn, 1987) and then used in (Tanuma et al., 1987, 1991a, 1991b, 1993, 1994)
for calculation of IMFP not only for elements, but also of compounds including organic
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compounds. It employs directly the experimental data of ε(ω) for expansion of Im(-1/ε(ω,q))
into infinite series of Drude-Lindhard terms, thus avoiding any fitting parameters. The
question of stopping power was solved in (Ding & Shimizu, 1989), where the energy
dependences for Al, Si, Ni, Cu, Ag and Au are calculated. The results are different from the
Bethe theory for electron energy < 10 keV, for energies 0.1 - 3 keV the differences are
substantial.
For practical use, in (Tanuma et al., 1991a) the relatively simple expressions, denoted as
TPP-2, are deduced, where the values of IMFP are obtained using material constans for
electron energy 0.1 to 2 keV. They are as follows
Λ in =

E
Ep2

C D
⎡⎣ β ln ( γ E ) ⎤⎦ − + 2
E E

, [10-1nm]

(25)

where β = -0.0216 + 0.944/(Ep2 + Eg2)1/2 + 7.39·10-4ρ, γ = 0.191ρ-1/2, C = 1.97-0.91U, D =
53.4+20.8U a U = Nvρ/M, ρ is the density [g/cm3], Ep = 28.8U1/2 is plasmon energy and Eg is
the energy gap width for semiconductors (in eV), Nv number of valence electrons and M
atomic or molecular mass. This formula which is usually denoted as TPP-2 gives the
possibility to define IMFP of elements, semiconductors and organic materials; sometimes
the more exact formula TPP-2M (Tanuma et al., 1993) is utilized.
2.3 Surface energy losses
In recent years, the energy losses of an electron transmitted through the surface have been
intensively studied. These losses are connected with surface plasmon excitations. The mean
number of excited surface plasmons Ps, which is denoted also as SEP, the surface excitation
parameter, can be theoretically given as a function of the electron energy E and the surface
transmission angle ϑ, i.e., the angle between the trajectory of the electron and the direction
perpendicular to the surface. There are several suggested formulas for SEP, namely (Chen,
1996)
Ps =

a
,
E cosϑ

(26)

where a is the fitting parameter, mentioned in (Chen, 1996) for several materials. Formerly,
also another formula
Ps =

⎡⎛ π
⎤
b
⎞
⎢⎜ 2 − ϑ ⎟ cosϑ + sin ϑ ⎥
E cosϑ ⎣⎝
⎠
⎦

(27)

was published by the same authors (Chen, 1995). Then, in (Oswald, 1992) forPs the other
formula was suggested
1
Ps (ϑ , E) =
,
a E cos ϑ + 1

(28)

where a is a parameter which, for nearly free electron gas materials, is given as aNFE =
(8ao/π2e2)1/2 (Werner et al., 2001b). The coefficients a/aNFE for elements with other electronic
structure can be estimated from the predictive formula in (Werner et al., 2001b).
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Usually, a Poisson distribution is assumed for the number of excited surface plasmons.
Thus, the probability to excite n plasmons is
Ps n
exp( − Ps ) ,
Pn =
n!

(29)

and the probability to not excite any plasmon, i.e., to be transmitted without an energy loss,
is simply
P0 = exp(-Ps).

(30)

Transmission of electrons both into and out of the sample should be taken into account. In
the MC code, at each surface transmission the energy and the transmission angle are known.
Thus, firstly the SEP is calculated and the random number R is generated. Then, the
normalised accumulated probabilities Fn of excitations of 0, 1,..., i,... plasmons were
n

calculated as Fn = ∑ Pi , where Pi is the probability of generating i plasmons given by (29),
i =0

until its value exceeds the generated random number, i.e., Fn < R < Fn+1. n defines the
number of excited plasmons and after the electron run in the case, denoted as SEL (see
below), their energy is subtracted from the energy of the electron. The abbreviations NEL
and SEL will be explained in the next paragraph.
2.4 Computational details and precision estimation
There are several MC codes used frequently for calculation of electron-matter interaction,
only some of them are mentioned (Gauvin & l’Esperance, 1992), (Baró et al,, 1995). Our MC
calculations were realized by our code written in PASCAL language. The conditions of the
calculations were set to be identical with the experimental conditions, first of all the solid
angle of the detector. Usually, electrons hit to the surface perpendicularly, and the number
of electrons reflected or elastically reflected or transmitted into a defined solid angle
(defined by detector) were observed. In the case of elastic reflection, the electrons were
divided into two groups: NEL and SEL type. Firstly, for elastic reflection, we calculated the
electrons which were involved in only elastic collisions, with No Energy Loss during the
path in the bulk, and in this case the energy losses at the surface excitations were omitted.
The number of electrons was denoted as NEL. The number of electrons which were
involved in only elastic collisions and, moreover, without Surface Energy Loss was denoted
as SEL; only the electrons without any energy loss including the surface plasmon excitation
are taken into account. At general reflection, the energy loss at surface is not subtracted from
electron energy for NEL number, and it is subtracted for SEL number.
The hard limits of calculation were set usually to 106 impinging electrons, which means that
the calculation was carried out for approximately 10000 - 100000 (elastically) reflected
electrons into a large detector solid angle (RFA) or about 1000 - 10000 into a direction
sensitive detector. In spite of low energy correction of SB at low energies under 1 keV, its
real dependence around 0.1 keV is not well defined. Moreover, when we started our
simulations, the lowest energy for which the differential cross-sections of elastic scattering
seem to be reasonable was about 0.1 keV for the usually used models (Salvat & Mayol, 1993)
(Starý, 1999), (Starý et al., 2004). It can be supposed the decreasing of cut-off electron energy
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toward 10 eV should increase calculation time very much. Thus, in our code the electrons
which energy decreased under 0.1 keV is taken as absorbed. For these reasons, the minimal
energy of the calculations was 0.2 keV for all elements studied. The other details do not
differ from those usually used in MC codes. In all the calculations the trajectory of the
electron was followed up to the escape from the sample, up the decay of electron energy
under 0.1 keV or in the case of following only elastic reflection, up to the first inelastic
scattering event, when the single electron run stopped. Then the data for the escaping
electron was saved and a new electron started.

Fig. 1. Definition of optimal value of fitting parameter K for Cu. Comparison with
experiment (Schmid et al., 1983).
The reliability of results, e.g., of the IMFP values, is limited by statistical errors. In the case of
electron reflection from the bulk material, the number of electrons scattered to the direction
sensitive detector is usually between 1500 and 8300 for Al and Au and energies 0.2 and 1.0
keV. The error of the calculated values of the number of elastically reflected electrons (and
simultaneously the error of the number of electrons which have lost some energy and/or are
scattered into some solid angle, i.e. the number N of electrons with a given property) can be
estimated, if we assume a binomial distribution of the resulting numbers of electrons. In this
case, the standard deviation can be estimated as s = N 0 pˆ (1 − pˆ ), where N0 is the full number
of electrons and p̂ is the estimated probability of this phenomenon, p̂ =N/N0. The upper
limit of this estimation is smax = N 0 / 4 . At high number N0 and at low value of probability
p̂ this distribution can be approximated by Poisson’s distribution, and the standard
deviation is approximately N . Thus, we can estimate the relative standard deviation of
calculations to be between 1% and 3%.
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3. Monte-Carlo calculations and comparison with experiments
We compared our calculation with experimental values, obtained from literarature and/or
obtained by cooperation with several experimental laboratories. Electron spectrometers
were used for measurements of backscattered intensities. Measurements can also be made
using an electron microscope of either transmission or scanning type. The reflection
coefficient, the elastic reflection coefficient, the transmission of electrons through a thin foil,
the chromatic error and the resolution limit due to energy losses of transmitted electrons
and the size of interaction volume in bulk samples and also in thin films have been
examined in a big number of experiment, which will be mentioned. The comparison and
agreement between measured and calculated values was seeking mainly for the measurable
quantities. In the most cases the very good agreement has been obtained.
3.1 Electron backscattering
In our works (Starý, 1999) and (Starý et al., 2004) we simulated the backscattering
coefficient η and the coefficient of elastic reflection Re of some materials. Firstly, using our
MC code, we calculated elastic reflection of electrons. In these calculations the electron
path was stopped after inelastic collision and this electron was not taken into the result.

Fig. 2. The comparison of MC calculated energy dependence of backscattering coeffecient η
for C, Al, Cu and Au with experiment (Fitting, 1974) (lines - measured values, points MC
values).
By this way, the energy of followed electrons was the same during the whole path and
instead Wmin, only parameter K was utilized as the fitting parameter of IMFP. By integration
and by comparison with experiment (e.g., with the measurement of elastic reflection) we
have found the optimal value of parameter K. The example of this calculation for Cu is in
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Figure 1. Optimal value of K was obtained by interpolation of values of numerical integrals
of MC calculated dependences Re(E) for various K and numerical integral of experimental
curve between 0.2 and 3 keV (Schmid et al., 1983). In this case, we obtained K = 17.17 eV.
Using this empirical parameter given by the best agreement with measurement and
equation (3), (14) - where Wmin is replaced by K - and (15), we are able to find the energy
dependence of IMFP. For practical use, e.g., for calculation of energy dependence of
coefficient of backscattering η, it is possible to use these values as Wmin in the model similar
to (Liljequist, 1978) and calculate the bacscattering coefficient. Even though this model is
theoretically far from reality, the energy dependence of calculated and measured values of
backscattering coefficient η (Fitting, 1974) (Figure 2) shows relatively good agreement. By
this way it is possible to use for simulation IMFP values from various sources and compare
them. The results of simulation are shown for elastic reflection in the next paragraph.

Fig. 3. The comparison of MC calculated energy dependence of coeffecient of electron elastic
reflection for Cu for two models of elastic DCS with experiment (Schmid et al., 1983).
3.2 The influence of elastic and inelastic models on MC results
The next step was comparison of electron elastic reflection from several pure materials using
the various physical models of elastic DCS and low energy approximation of the Bethe
stopping power, and combinantions of these models, to finding the best assesments of
simulated and experimental results. The results are shown in Figures 3 and 4. In Figure 3,
the values of DCS are calculated by PWADIR code (Salvat & Mayol, 1993) using a static field
approximation with relativistic partial wave analysis of the Dirac–Hartree–Fock and
Thomas–Fermi–Dirac potential of atoms (DHF and TFD, respectively). Instead of DHF, for
atoms in solid state the modified model of atomic potential (muffin-tin) denoted as HFWS
model was used. Moreover, two models for improwement of low energy values of Bethe’s
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stopping power denoted as Joy-Luo (JL) and Rao-Sahib-Wittry (RSW) were compared
(Figure 4). To define the agreement of various models of MC simulations and of the
experimental curves, an evaluation of the agreement was carried out by calculating the
relative differences per one measurement and calculating the residuals (Draper & Smith,
1966) and their root mean squares (RMS) – the differences between measured and calculated
values of Re in the selected range of energies between 0.2 and 3 keV. The relative differences
per one set of measurement were calculated as
exp
MC
100 n Re , j − Re , j
RD =
∑ Rexp [%],
n j =1
e, j

(31)

and the root mean squares of residuals were calculated as
⎛1 n
MC
RMS = ⎜ ∑ Reexp
, j − Re , j
⎜ n j =1
⎝

(

)

2 ⎞1/2

⎟
⎟
⎠

,

(32)

n being the number of calculated values of energy (18 values). The results are given in Table 1.
ELEMENT
ELASTIC SB
MODEL CORRECTION
HFWS
JL NEL
JL SEL
RSW NEL
RSW SEL
TFD
JL NEL
JL SEL
RSW NEL
RSW SEL

C
RD
[%]
6.3
19.6
1.2
14.0
7.5
24.0
3.9
17.4

Al

Cu

Ag

RMS RD [%] RMS RD [%] RMS
0.017
0.111
0.013
0.104
0.037
0.121
0.028
0.113

-5.3
4.5
-5.1
4.0
-6.6
2.6
-6.2
1.5

0.316
0.057
0.293
0.062
0.377
0.056
0.355
0.048

1.8
1.7
2.9
2.4
0.8
0.6
1.6
1.5

0.460
0.306
0.476
0.492
0.574
0.170
0.393
0.251

RD
[%]
41.6
32.1
33.0
24.6
38.1
29.4
29.8
17.2

RMS
2.018
1.695
1.787
1.500
1.855
1.565
1.638
1.334

Au
RD
[%]
12.6
6.3
4.4
-0.8
19.5
11.3
8.4
1.9

RMS
0.607
0.332
0.390
0.224
0.672
0.390
0.319
0.160

Table 1. The agreement of measured (Schmid et al., 1983) and calculated values of Re for
several materials. The combination for each element with best fit is denoted by bold
characters.
The set of energies used for RMS calculations prefers the low energy values 0.2 - 1.6 with
step 0.1 keV; the next values of energy, which were 2, 2.4 and 3 keV, respectively, have less
influence on the RMS value. The obtained values of RD and RMS also indicate that the
results for TFD model of elastic scattering are slightly better than those for HFWS model
(Table 1 and Figure 3). A comparison of the RSW and JL corrections of the stopping power
(Figure 4) shows that the agreement of the calculated and experimental values of Re(E)
varies for different elements. For C and Al, there is little difference between the RSW and JL
corrections, for Cu the JL correction provided better agreement, for Ag and Au better
agreement was provided by the RSW correction, though the RMS for Ag is large in
comparison with the RMS of the best fit for the other elements. For Re values for C, the
agreement was approximately the same for JL and RSW corrections, but it was best for the
NEL case (this was an exception) and HFWS model.

www.intechopen.com

208

Applications of Monte Carlo Method in Science and Engineering

Fig. 4. The comparison of MC calculated energy dependence of coeffecient of electron elastic
reflection for Cu for two models of Bethe’s stopping power for low energies with
experiment (Schmid et al., 1983).

Fig. 5. The comparison of MC calculated energy dependence of coeffecient of electron elastic
reflection for Cu for two models of presence of surface excitations with experiment (Schmid
et al., 1983).
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3.3 The influence of surface excitations
Also, using the simple model, we compared the results of experimental and MC dependence
of electron elastic reflection from several materials on presence of surface excitations. We
calculated the energy losses due to the surface transfer in our MC code using the surface
excitation probability (SEP) Ps according to formula (28), the coefficients a/aNFE for Al, Cu
and Au were 0.7, 2.0 and 1.5, respectively (Werner et al., 2001b); for C and Ag the a/aNFE
coefficient was assumed to be 1.0 and 2.0, respectively. Transmission of electrons both into
and out of the sample was taken into account. We calculated in each direction both the
number of electrons reflected in this direction with No Energy Loss (NEL) in bulk and the
number of electrons both without energy loss in bulk and without Surface Energy Loss
(SEL).
Even a visual comparison of the results obtained without and with surface excitations into
account (NEL and SEL, respectively) clearly shows that incorporating the surface excitations
(SEL model) improves the agreement of the measured and calculated values of Re for the
HFWS model of elastic collisions for Al, Cu and Au (e.g., for Cu Figure 5). The preference of
SEL values is clearly shown in table 1 for Al, Cu, Au and Ag.
Qualitatively, the influence of taking surface energy losses into account appears as a tilting
of the MC curves around the pivot point near 1 keV. This results from the fitting method,
where the area of the whole curve is fitted, but the influence of the surface excitations is
more intensive for low energies.
3.4 Inelastic mean free path definition
Finding the optimal value of fitting parameter K and using value of SB, also IMFP can be
found. The MC calculated IMFP values and their dependence on energy in the observed
energy range for Cu and Au are in Figures 6.a,b (TPP-2 denotes values of IMFP calculated
using formula from (Tanuma et al., 1991a), FVL means values of IMFP calculated using
formula in (Fernandez-Varea et al., 1993), HFWS, JL means type of elastic scattering model
and low energy corrections of SB, and NEL and SEL are the models of surface excitation. It is
seen that differences between the IMFPs calculated by TPP-2 formula or formula from
(Fernandez-Varea et al., 1993) are minimal. In spite of supposition, the values of IMFP found
by comparison of MC and experiment using the fitting procedure are better for the NEL
model then the SEL model of surface excitation. The NEL values of IMFP obtained without
incorporating the surface energy losses into the calculation agree reasonably well with the
theoretical values of TPP-2 (Tanuma et al., 1991a) and also those in (Fernandez-Varea et al.,
1993), and for all the elements the difference lies within the range of ~10% .
The shown MC deduced IMFPs were obtained from the optimal combination of the two
corrections of stopping power (RSW and JL), and for the two cases of incorporating the
surface energy losses (NEL and SEL). For the resulting IMFPs the differences between the
two models of elastic collisions (TFD and HFWS) are very small. For Al and Cu, the
agreement of IMFP for HFWS NEL case with the theoretical values of TPP-2 is the best; for C
and Cu the MC calculated values are slightly lower, and for Al, Ag and Au they are slightly
higher than the theoretical values of TPP-2. The MC – NEL defined values of IMFP agree in
the energy range 0.2-1.5 keV also with the IMFP values in (Ashley, 1988).
For the assessment, we used our simulated data of Re for the set of fitting parameters to
calculate IMFP from experiment (Schmid et al., 1983) for several single values of energy by
the usual EPES method, employed also in (Dolinski et al, 1988a, 1988b and 1992). We
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obtained the values of IMFP, very similar to those used in our MC code for generating the
Re(E) with the best fit. Moreover, exchanging the experimental data of Re for the data
calculated by our code, we obtained using the EPES process exactly the IMFP used for
generating Re.

Fig. 6.a The dependence of IMFP on electron energy for Cu.

Fig. 6.b The dependence of IMFP on electron energy for Au.
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When we evaluate the RFA data at single values of energy, the IMFP values deduced from
MC calculations start to increase at 1.5 keV more intensively than is expected according to
the TPP-2 formula. This phenomenon did not appear in our IMFP values calculated using a
numerical integral. We suppose that this again results from inaccuracies of Re measurement
by RFA, which is minimised by our fitting method, inasmuch this inaccuracy has a slight
influence on our IMFP values.
In evaluating the experimental data, the procedure described as „cleaning“ the experimental
data from surface energy losses is sometimes used (Werner et al., 2003) and (Jung et al.,
2003). Unfortunately, this procedure works only if the detector is able to resolve the angular
distribution of the elastically reflected electrons. For measurements using an RFA energy
analyser, where the integral values of Re are measured, „cleaning“ cannot by carried out,
because we would need to know the angular dependence of electron reflection in the
experiment, i.e., the absolute Re,ϑ values. In our code, „cleaning“ can be performed by fitting
the Re values by the SEL procedure, definition of optimal IMFP for it and then in NEL case
of this simulation to obtain the Re values that correspond to the „cleaned“ experimental
data.

Fig. 7. Comparison of experimental and calculated values of angular distribution of
transmitted electrons, and several models of inelastic scattering. Material Al, E0 = 20 keV,
film thickness 94.9 μg/cm2, i.e., 351 nm. Models: MOD.LILJI≡G, JOYLUO≡D, LILJEQUI≡F,
SHIMIZU≡E.
3.5 Electron transmission through the thin samples
For the oldest simulation where the DCS was given usually by analytical formulas the
simplest models were used:
There was for elastic differential cross-sections
A. Rutherford’s model with screened potential of nucleus (Reimer, 1984),
B. Mott’s model including electron spin (according (Reimer & Lodding, 1984)),
C. tables, calculated for Hartree-Fock model of atomic potential (Riley at al., 1975),
and for inelastic differencial cross-section and IMFP
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D. Bethe’s continuous slowing down (CSD, at low energies using empirical correction of SB
(Joy & Luo, 1989)),
E. individual scattering using exponential distribution of energy losses (Shimizu, 1975),
F. individual scattering using hyperbolic distribution of energy losses (Liljequist, 1978),
In both E and F models the direction change comes to depend on the energy loss;
G. model, similar to F, without directional change at inelastic scattering.
We will show some comparison with experiments because also very simple models gave
relatively reasonable results, even though the electron number for simulation was relatively
low.
We simulated the transport of electrons of energy 10, 20, 50 and 100 keV through the thin
film of C, Al, Cu and Au with thickness 20-10000 nm (Starý, 1996). The calculated data were
compared with experimental values (Cosslett & Thomas, 1964a, 1964b, 1965), (Reimer et al.,
1978); we evaluated
electron backscattering coefficient,
angular distribution of transmitted electrons,
energy distribution of transmitted electrons.
The example of comparison of angular and energy distribution of transmitted electrons for
Al and Au, respectively, and energy of primary electrons E0 = 20 keV is in Figures 7 and 8.
This comparison has two disadvantages:
it is valid only for single material, one value of electron energy and one film thickness,
the visual comparison is not exact.

Fig. 8. The dependence of probability of energy loss W on energy of transmitted electrons
for several models of inelastic scattering. Material Au, E0 = 20 keV, film thickness 250
μg/cm2. Models: MOD.HYPERB ≡ G, MODCSD ≡ D, HYPERBOLIC ≡ F, EXPONENTIA ≡ E.
We were therefore seeking a way to compare results simultaneously for some range of
conditions (energy, thickness). Instead of coefficient of reflection η we are using the
Niedrig’s formula CN = η/( N1Z2d1/2), Z being the atomic number, N1 number of atoms in
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volume unit and d1/2 the thickness of the film when the backscattering coefficient is equal to
the half of the backscattering coefficient value on bulk material (Niedrig, 1982). The results
of all the materials can be theoretically comprimed in one graph (excluding carbon for lack
of experimental data).
For other comparison we can use residual method using squares of residuum Rs. The
number of experimental results was 32 (Al, Au) and 10 (Cu). Thus we fitted 4 simulated
values (for energies 10, 20, 50 and 100 keV) by function CN = A Eo-B and experimental values
were compared with CN values calculated using fitting parameters A, B and value of energy
Ei in experiments. Then
Rs =

1 n
( C i,exp - AEo-B ).
∑
n i=1

(33)

In the case of simulation with the same parameters (thickness, energy) as experiment, and if
the number of simulations and measurements was the same, we can use other formula
Rs =

1 n
∑( X i,exp - X i,calc )2 ,
n i=1

(34)

where Xi,exp a Xi,calc are the experimental and simulated values of various quantities. Lower
value of Rs means better agreement with experiment. The results are in tables 2 and 3.
Model of elastic
scattering
Experiment
Rutherford’s model
Mott-Reimer’s model
Tables – Hartree-Fock

A
12913
8629
10598
8860

Al
B
1.922
1.880
1.947
1.816

Rs
839
722
464

Element
Cu
A
B
2035
1.392
10524 1.906
6486
1.754
6369
1.674

Rs
23
26
42

A
2439
9513
2871
3180

Au
B
1.549
1.847
1.522
1.555

Rs
254
30
12

Table 2. The comparison of experimental and calculated values of coefficients A and B
(coefficients of fitting function CN = A E-B), and Rs (sum of residuum squeres) for several
models of elastic scattering for Al, Cu and Au.
Model of inelastic
scattering
Shimizu m.
Liljequist m.
Modified Liljequist m.
CSD + Joy-Luo m.

Al
16.4
7.9
4.3
13.3

Element
Cu
9.6
2.1
1.9
8.9

Au
18.5
15.0
5.2
27.3

Table 3. The Rs values from comparison of experimental and calculated values of the most
probable scattering angle of transmitted electrons for Al, Cu and Au and primary energy 20
keV.
In electron microscopy and microanalysis, the MC simulation can be used to find the values
of some quantities whose experimental value can be measured only with some
complications. Thus, we decided to apply the MC method for low-voltage transmission
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electron microscopy (LVEM). The LVEM was recently developed for observing unstained
biological samples and organic thin films, and is able to work in transmission, scanning
transmission and reflection modes (Delong et al., 1998). The main advantage of this method
consists in the use of an accelerating voltage around 5 kV with final light microscope
magnification of an electron-microscopical image. It delivers nearly twenty times more
image contrast enhancement than a high voltage electron microscope using accelerating
voltage 100 kV (Lednicky et al., 2000). In the case of biological specimens, staining
procedures can therefore be omitted. On the other hand, such lowly-accelerated primary
electrons are able to pass only through ultra thin sections, below 20 nm in thickness.
Electrons accelerated by energy 5 keV are able to scatter intensively on atoms with a low
atomic number including atoms of resins, which also participate in scattering and contribute
to image formation. This means that the microscope is very sensitive to specimen thickness.
The aim was to show the relation between image contrast and specimen thickness, which is
important for defining the sample thickness directly from electron microscopical observation,
and to estimate the critical thicknesses for elastic and inelastic scattering in a sample, which
characterize the possibility to observe biological samples under given conditions.
In the theory of image contrast formation in an amorphous material, an absorbtion contrast
is assumed, which depends on the thickness of the sample and on its atomic number and
mass (Reimer, 1984). The logarithmic contrast in electron microscopy is usually defined as
C0 = log N0/N, where N0 and N are numbers of electrons (intensities) incident to the sample
and those transferred through the objective aperture after sample transmission, respectively.
The contrast of the sample can be characterized by the mass-thickness contrast parameter S
= ΝAσt/A, NA is the Avogadro number, σt is the total scattering cross-section of atoms in the
specimen, and A is atomic mass. Then, we can write for C0 = Sρx, ρ being the sample
density, x the geometrical thickness of the specimen and ΔC0 = S(Δρ)x, ΔC0 and Δρ being the
contrast and density differences at given thickness, respectively. Linear dependence of the
contrast on the film thickness can be assumed for low density materials up to a certain
critical thickness, given by the onset of multiple scattering. The characteristic “critical
thickness” is defined as the thickness at which the electrons proceed on an average one
elastic or inelastic scattering event during sample transmission. Next, the image is also
deteriorated by inelastic scattering of the electrons, which is non-localized and decreases the
image resolution.
Here, the elastic DCSs were calculated by the ELSEPA code (Salvat et al., 2005), using DiracHartree-Fock with the muffin-tin atomic model. To simulate the IMFP we used values given
by the TPP-2 formula (Tanuma et al., 1991a) or those obtained from our MC evaluation of
absolute Elastic Peak Electron Spectroscopy.
For calculating the energy loss distribution we used the modified Tougaard’s model of the
Universal cross-section of electron inelastic scattering f(E,W) (Starý et al., 2007), so we were
able to find the values of C for several electron energies between 0.1 and 5.0 keV. Then we
found the functional dependence of C on electron energy by regression. The approximate
formula is C = 571.64 ln(E) - 2615.9 (C[eV2], E[eV]). The results obtained by calculating C
using TPP-2 values of IMFP were slightly different. The former method was used in our
calculations. Energy loss functions calculated in this way have a reasonable shape with a
maximum at about 20 - 30 eV. The amount of energy loss in an inelastic collision was
obtained from the energy loss distribution by the standard Monte Carlo procedure. Then,
the scattering angle was calculated either for plasmon scattering, when the scattering angle
ϑc is between a minimum value ϑp (Reichelt & Engel, 1984)
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ϑp =
and a maximum value ϑmax =

W p (E + E0 )
E 2 + 2 EE 0

,

215

(35)

2ϑ p or by the second type of scattering, electron-electron

scattering with larger energy loss (W≥ 100 eV); the scattering angles ϑc are also larger and
they are given by the formula (Reimer, 1996)
sin2ϑc = W/E

(36)

The energy of bulk plasmon is Wp=25.9 eV (Raether, 1980).
The LVEM 5 electron microscope has two objective apertures with diameter 30 and 50 μm
(angular apertures 0.68 and 1.14 deg, respectively). The energy for the simulation was 5 keV,
and the values of the apertures sizes for calculation were taken as 0.62 and 1.2 deg,
respectively. We studied pure carbon with density between values ρ = 1.60 - 2.34 g/cm3. The
hard limits of the calculation were set to 1 000 000 primary electrons.
The MC results on electron transmission show an approximately exponentially decreased
number of electrons without scattering with increasing of sample thickness. The different
geometrical thicknesses are given by three values of carbon density (Figure 9). Figure 10
shows the change in logarithmic contrast C for electrons with output angle ϑ ≤ 11 mrad with
thickness. A very low degree of nonlinearity appeared for these dependences up to 60 nm.
The dependences are very similar for the two models of scattering angle distribution for
inelastic scattering.

Fig. 9. Dependence of electron transmission through the film on film thickness.
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Fig. 10. Dependence of logarithmic contrast on film thickness.
DENSITY
[g/cm**3]
2.34
2.00
1.60

REGRESSION EQUATION
FOR ELASTIC COLLISIONS
y = 0.0001x2 + 0.0614x + 0.0478
y = 0.0001x2 + 0.051x + 0.0683
y = 2E-05x2 + 0.0444x + 0.039

TRANSPARENT THICKNESS [nm]
ELASTIC
INELASTIC
ALL
15.0
8.9
5.5
17.7
10.3
6.3
21.4
12.8
7.9

Table 4. Critical transparent thickness calculated for elastic, inelastic and all collisions.
The characteristic ”critical thicknesses” were obtained from the dependence on thickness of
the relative collision number for electrons transmitted through the film (Table 4). Because
the density of a real carbon film is assumed to be higher than the density of the biological
samples (about 1.6 g/cm3), the calculated values should be the limits of microscopic
observations in LVEM.
The results showing the influence of objective aperture size are shown in Figure 11. The
logarithmic contrast C for all thicknesses scarcely depends on the objective aperture up to
tens of miliradians, then the contrast starts to decrease. This is due to high intensity in the
zero collision peak, because even at this objective aperture size the number of scattered
electrons is comparable with the zero collision peak. Again, this result is the same for both
models of angular distribution of inelastically scattered electrons. Finally, Figure 12 shows
the dependence of the cumulative electron number (not including the zero collision peak) of
electrons transmitted through the film into the aperture. Only here did a difference appear
between the models of the angular distribution of inelastically scattered electrons. The
calculated thickness and the angular dependences of the contrast in Figures 9 and 10 agree
with the assumed values and shape of these dependencies at the energy and in the thickness
range used here. The dependences in Figure 10 show the limits of the increase in contrast
due to decreasing objective aperture size.

www.intechopen.com

Monte-Carlo Simulation in Electron Microscopy and Spectroscopy

Fig. 11. Dependence of logarithmic contrast on the maximal output angle (i.e., the size of
objective aperture) for electrons with ZERO energy loss and with energy loss 0-10 eV, at
several values of film thickness (in g/cm2).

Fig. 12. Dependence of cumulative electron number of electrons transmitted through the
film on objective aperture (thickness 10-6 g/cm2).
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3.6 Interaction volume
Among the most important parameters are the dimensions of the interaction volume, i.e.,
the dimensions of the volume at which the interaction of electrons with matter produces Xray radiation. This quantity is important mainly when evaluating the composition of nonhomogeneous samples, e.g., thin films on a substrate or particles in a matrix. Usually, the
diameter of interaction volume D90 is defined as the diameter containing 90% of the
produced (emitted) X-ray intensity. Simultaneously, the depth containing 90% of the
produced (emitted) X-ray intensity can be defined as the information depth. Another
definition of information depth and, simultaneously, a possible way of calculating it, is
given by the decay of electron energy under the lowest energy necessary for excitation of a
given X-ray radiation. This depth can be measured or estimated for example using the Bethe
formula for stopping power. The actual diameter of the interaction volume can be
experimentally measured by moving an electron beam across the sharp boundary of two
materials of different composition and simultaneously detecting the signal from element
contained only in one material. However, the interface sharpness must be guaranteed and
interdiffusion must be avoided, which is not too simple. MC simulation can directly provide
the distribution of X-ray production in matter (Murata et al., 1987) and (Kyser, 1989), and in
this way can establish some limits of the dimensions of the interaction volume. The
dimensions of the interaction volume should be compared with experimental estimations,
but these values can be measured only indirectly and with relatively low precision; only the
more or less precise semi-empirical formulas that are usually used provide only a rough
estimation.
In our previous work (Starý, 2003) we have tried to define the dimensions of the interaction
volume not only in homogeneous bulk samples, but also in case of film on the substrate.
Moreover, we also tried to calculate their dependences on the electron energy and the
thickness of the film. In this work, we used for calculation of the elastic DCS the PWADIR
code with a muffin-tin model of atomic potential (Salvat & Mayol, 1993), the IMFP is
obtained using optimization of the values of Wmin (Starý, 2000), with Wmin = 18.93 eV for Au
and Wmin = 9.52 eV for Si, so the obtained values of IMFP agree well with theoretical values
given in (Tanuma et al., 1991a). Also the corrected Bethe stopping power was used. The
surface plasmon excitation at input and output of the electron in the sample and also the
energy losses at elastic collisions according to (Starý & Jurek, 2002) were taken into account.
We simulated the process for a thin Au film on a thick Si substrate (i.e., not transmittable for
electrons of the energies used). The electron beam energy was in the range 5 - 30 keV, the
film thickness was in the range 0.05 - 1.0 μm. The number of primary electrons was
relatively low (2000), but the number of inelastic collisions was 105 - 106. As the
backscattering coefficient had a relative standard deviation of about 2%, we suppose the
number of trajectories is reasonable for relatively reliable results. In the calculations, we
copied the conditions of measurement, especially the take-off angle of the X-ray detector
(TOA= 40o).
In the code, MC simulation of the electron trajectory in a stratified sample uses the
algorithm for transmission of electrons into the next layer with different composition
(Murata et al., 1987), with some corrections. In this model, the accumulated probability of
collision increases during the electron path, and after transmission through the interface an
electron can employ only the remnant of the accumulated probability; also, after
transmission the electron keeps its direction. Also X-ray intensities were calculated in this
work from the probability of photon emission at an inelastic collision. For characteristic
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photon excitation, the Powell cross-sections (Powell, 1989) with the Schwaab coefficients
(Schwaab, 1987) were used

σ c ,P = σ o

⎛ E
ln ⎜ c j
EEc ⎝ Ec

b jZ j

⎞
⎟,
⎠

(37)

where E is the energy of an electron, Ec is the critical energy for ionisation of the shell in
question, Zj is the number of electrons in the j-th shell, and the constant σo = 6.51x10-20 keV2
cm2.
Because we have one element in the substrate and one element in the film, the actual
element type is selected according to the position of electron (being either in film or in
substrate). The ionisation probability is calculated at each inelastic scattering collision and at
a given depth of the actual collision in sample z with actual electron energy. The intensity Ic
of the element in question (i.e., the total number of photons of characteristic radiation of the
element, detected in a solid angle ΔΩ of a hypothetical detector, and generated by the given
number of electrons) is then calculated as
Ic =

1
N 1σ cωqt ,
4π

(38)

where σc = σc,P is defined above, N1 = NAρ/A, ω is the fluorescence yield calculated according
to (Burhop, 1955), q is the ratio of the intensity of a measured line to the intensity of the
whole X-ray line family (e.g., IKα/( IKα + IKβ), and t is the actual trajectory before collision. Ic
is summed during the whole run of program. The intensity of the emitted radiation is
calculated from the produced intensity, supposing the exponential decay of this intensity
given by the mass absorption coefficients of the film and substrate (Goldstein, 1981) and
taking into account the actual take-off angle of the detector.

Fig. 13. The spectacular shape of the interaction volume, and definitions of the diameter of
interaction volume D90 and the bottom depth of interaction volume H90.
We simulated the dependences of the dimensions of the interaction volume on the electron
energy and film thickness. The volume distribution of the produced X-ray intensities gives
the interaction volume in the sample. The spectacular shape of the interaction volume and
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the definitions of the diameter of interaction volume D90 and the bottom depth of
interaction volume H90 are shown in Figure 13. This Figure was drawn according to a
qualitative image of the interaction volume, using the simple MC code from (Ly & Howitt,
1992). The interaction volume in the substrate in the vertical direction starts at the
film/substrate interface and continues down into the substrate. In our code, the cell
dimensions are defined in mass thickness units (g/cm2) - in these units, the size for
materials of different density is the same; the real size (e.g., in nanometers) is different.

Fig. 14.a The interaction volume in bulk Au sample; E0 = 20 keV. The intensities are
integrated around the Y axis of image, electron beam of zero diameter hit the sample
perpendiculary to the surface at left upper corner.

Fig. 14.b The interaction volume in the sample composed from thin film of Au on bulk Si
sample; E0 = 20 keV, film thickness ~ 250 nm. The same conditions of electron excitation, the
different scale at the axis.
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The Bethe range is the maximum supposed depth of electron interactions in the sample, and
the maximum depth of X-ray production is limited by the energy necessary for X-ray
excitation. Thus, firstly, the Bethe range and the maximum production depth in a layered
structure composed of several elements are calculated. If the maximum production depth is
lower than the whole sample thickness, its value is divided into 20 depth divisions.
Otherwise, the sample thickness is divided in the same way. Next, radial division into 20
divisions of the same size is prepared. The X-ray produced radiation is placed into these
cells, using the position of the actual inelastic collision; the intensities are calculated from the
probabilities of X-ray radiation excitations. The intensities into radial cells are summed from
the whole volume in a hollow cylinder of given dimensions, i.e., the signal is integrated over
all azimuthal angles. The results for bulk Au target and for Si bulk sample with Au thin film
are in Figures 14 a,b.

Fig. 15. Dependence of the depth and radius of the interaction volume on electron energy
and film thickness: (a) depth of the interaction volume in the Au film (H90Au); (b) diameter
of the interaction volume in the Au film (D90Au); (c) depth of the interaction volume in the
Si film (H90Si); (d) diameter of the interaction volume in the Si film (D90Si).
Both radial and depth profiles of X-ray production in the samples were also calculated.
Figure 15 shows the dependences of the depth and radius of the interaction volume on film
thickness. Figure 15a shows that the depth of the interaction volume in the film material
(H90Au) is limited by the film thickness, and increases with electron energy up to the value
in pure Au (which is indicated at the thickness of Au film dAu =1200 nm). The higher values
of H90Au at the lowest thickness of Au film are given by the cell size value, because
automatic division of interaction volume cannot position a cell exactly on the film/substrate

www.intechopen.com

222

Applications of Monte Carlo Method in Science and Engineering

interface. The depth of the interaction volume in the Si substrate (H90Si) decreases from the
value in pure Si due to the scattering in the Au film, which increases with Au film thickness.
It is clear that at some thickness of the film no excitations proceed in the substrate; in this
case H90Si reaches the zero value (though in the non-zero case the film thickness is added to
H90Si - see the definition in Figure 13).
The diameter of the interaction volume in the Au film (D90Au) (Figure 15b) starts to
increase relatively quickly with film thickness, and at a certain value of film thickness
(depending on the electron energy) the rate of growth is suppressed and the D90Au remains
constant (and approximately equal to the bulk Au value). The diameter of the interaction
volume in substrate D90Si also increases with film thickness in the observed thickness
range, due to the stronger elastic scattering of electrons in Au than the scattering in Si. The
sudden fall to the final zero value appears at a thickness equal to the maximum depth of
penetration of electrons at a given primary electron energy (see the case at electron energy 5
and 10 keV). At this thickness the Si X-ray produced intensity also falls to zero. The
dimensions of the interaction volume in the substrate do not reflect in absolute scale the
change in the excited X-ray intensity, which decreases substantially as the film thickness
grows.

4. Discussion
Elastic peak electron spectroscopy (EPES) provides an opportunity both to study electronmatter interactions under special conditions of low and medium electron energy and also to
define the material parameters near the surface. In most of works on this method, the
relative EPES is utilized, where firstly the experimental values of elastic reflection coefficient
is compared with Monte-Carlo calculated values for one element, at one electron energy and
several supposed values of IMFP. The proper value of IMFP as then found by interpolation
and IMFPs for other elements can be found by measurement of electron elastic reflection. By
this way, a comparison of the obtained values of IMFP with theoretical values in general can
give only a measure of the influence of the experimental conditions on the IMFP values.
We suggested a way to evaluate electron elastic reflection experiments, which is in principle
similar to absolute EPES. The absolute EPES could give for any element the „experimental“
value of Bethe stopping power SB and IMFP. Our method use experiment to find the optimal
value of fitting parameter K using MC calculated and experimental Re(E) in some
experimental energy range and calculation of Re(E) dependence by MC using these fitted
values of K; the resulting value of K define the IMFP. Nevertheless, our calculations give the
“integral” values of IMFP, where the a priori energy dependence of these quantities is
supposed.
Conversely, the IMFP values obtained taking into account the surface energy losses (SEL)
are substantially higher than both the NEL case and the theoretical values from TPP-2 (Fig.
6). In view of the presence of surface energy losses in the experiment, the relatively good
agreement of theoretical and experimental+MC results without taking into account the
surface energy losses seems not to be satisfactory. Formerly, it was assumed that in this case
the resulting IMFP should be lower than the IMFP values obtained using the TPP-2 formula
(Werner, 2001b). After switching to the next mechanism of energy losses, the elastic electron
reflection decreases at the same IMFP. This is equivalent to the situation when, if we want to
hold the experimental Re values, IMFP must increase. From the theoretical presumptions in
(Chen, 1996), (Vičánek, 1999), (Werner et al., 2003) it is known that the surface effect appears
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near to the surface and the volume interactions are damped. This causes an increase of near
surface IMFPs, given by volume interactions. The decrease in the volume interactions is
partially compensated by the increase in the surface interactions. The provisional theory
supposes that the increase in surface interactions compensates the decrease in volume
interactions, thus the overall common effect is similar, as the volume interactions do not
change at the surface; even though some surface interactions start after electrons have left
the solid.
Our results can be explained by this model, if we adopt some more precise definitions of the
obtained IMFPs. A simulation without taking the surface energy losses into account (NEL)
shows the whole response of the solid, without separating the various sources of energy
losses. According to theoretical suppositions, this response should be approximately equal
to the bulk situation, which is proved by the good agreement of our values of IMFP,
calculated using NEL condition, with TPP-2 values. In this way, we can take these values of
IMFP as some „effective“ values in the vicinity of the surface. The calculated increased
IMFPs, obtained under SEL conditions, show, in our opinion, the „real“ value of IMFP very
near to the surface. Because in this case the surface interactions are taken into account
separately, we suppose that the increase in IMFPs in comparison with TPP-2 can be
explained by a real decrease in volume interactions near the surface, where most of the
interactions proceed. Nevertheless, in this case the situation is rather complicated by the fact
that the electron can move in various depths individually for each electron. The size of the
interaction volume in which most of the scattering proceeds at low electron energy, can be
obtained using MC calculation. Except of mean depth, the information depth, i.e., the depth
from which 90% of elastically reflected electrons are coming from and the depth at which
their last collision on an individual path took place, is calculated by our MC code. The mean
depths of elastic collisions, the information depths and relative number of electrons, for
which the deepest collision was in depth equal or less than 0.5 nm, for Al and Au and for
several energies can be found. From this results we can see that 90% of the elastically
reflected electrons come from the surface layer 3.04 and 4.2 nm in thickness (i.e., this is the
information depth), respectively, for Al and 1.41 and 1.54 nm, respectively, for Au, for NEL
and SEL, respectively, at 3 keV. Moreover, it is also shown that the relative number of
backscattered electrons from the layer between the surface and a depth of 0.5 nm is
relatively high both for Al and for Au, at least at low energy. As a consequence, the
influence of surface vicinity on IMFP should decrease as the energy increases, when the
depth of penetration increases. Our fitting method takes into account the whole energy
region between 0.2 and 3 keV, without distinguishing this energy dependence.
There are several other possible reasons of differences between our values of IMFP and
values from references. Due to the use of simple corrections of SB, the differences of IMFP
found by our method and the theoretical values from, mainly in the low energy region,
could be caused by a difference between the corrected SB and the theoretical values obtained
using various more sophisticated stopping power calculations. If we compare the SB values
obtained by Bethe formula corrected for low energy with theoretical values, there are few
differences between RSW and JL corrections of the Bethe stopping power for light elements
(e.g., Al). In general, the JL corrected values of SB are very near to the theoretical values
given in (Ashley, 1988), (Ding & Shimizu, 1989) and (Fernandez-Varea et al., 1993). For Cu,
our best fit gives the best agreement for values of SB from (Fernandez-Varea et al., 1993). For
heavier elements (e.g., Au), there are remarkable differences among various authors, and
our stopping power calculated using the RSW correction (and giving the best agreement of
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the MC result with experimental values of Re(E)) agrees best with that calculated in
(Fernandez-Varea et al., 1993). Nevertheless, the corrected SB is in reasonable overall
agreement with theoretical suppositions of stopping power for the observed materials.
Next, the experimental values of Re at energies E > ~ 1 keV in (Schmid et al., 1983) are
usually higher than the calculated values of Re for all the elements. We suppose the reason
could lie in the measurements using the RFA analyser. The relative resolution of the
analyser used in this experiment increases with energy up to 5 eV at 2.5 keV (Schmid et al.,
1983); in subsequent experiments (Dolinski et al, 1988a, 1988b and 1992), the resolution is
estimated to be 0.6 %, i.e., 12 eV at 2 keV. Thus, some inelastically scattered electrons with
low energy loss are treated as elastically scattered electrons. The surface plasmon of 3.4 eV is
excited in Ag, which presence also could explain the large RMS for this element. In the
calculation, all these electrons are excluded from the obtained value of Re. By this way, the
absolute EPES could give the “experimental” values of IMFP, but the measured values for
usual measurements by RFA analysers are very strongly influenced by decreasing analyser
resolution for higher energies.
The next disadvantage of EPES method for definition of IMFP is the influnce of IMFP value
on possibility or intensity of surface excitations. As a consequence, the influence of surface
vicinity on IMFP should decrease as the energy increases, when the depth of penetration
increases. Our fitting method takes into account the whole energy region between 0.2 and 3
keV, without distinguishing this energy dependence.

5. Conclusion
In simulation of EPES experiment, we suggested a way to evaluate electron reflection
experiments, which is in principle similar to absolute EPES. The particular results are as
follows:
•
In the model, there is only one fitting parameter K, which must be determined by
comparison with measurement.
•
Reasonably good agreement of calculated and experimental values of the elastic
electron reflection coefficient was obtained in the energy region 0.2 - ~ 3 keV for the
observed materials and suitable models.
•
Selection of the best correction of the stopping power depends on the material.
•
Incorporating surface energy excitations for MC calculations improves the agreement of
Re remarkably.
•
The TFD model of elastic scattering is proved to be preferable for Al, Cu, Ag and Au.
•
For IMFP, relatively good agreement with data in the literature was obtained without
taking the surface excitations into account; in this case we obtained the “effective” IMFP
near the surface, which defines the full response of a solid. Dividing the volume and
surface excitations, we suppose that we obtained the real but “averaged” IMFP in the
interaction volume near the surface, which is higher than the “effective” IMFP due to
the decreasing influence of volume excitations. The depth dependence of this
“averaged” IMFP cannot be determined at our way of evaluation.
•
Using IMFP values from the literature for MC simulation of Re dependencies, i.e., doing
ab initio calculations, a comparison with experimental values indicates the medium or
low influence of surface excitations, mainly for heavier materials. This proves that our
method of IMFP’s finding from experiment is relatively more efficient.
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•

Finally, the good agreement of the MC calculations with experimental values
encourages the application of this fitting method to the study of IMFP and, generally, to
the study of electron-matter interactions near the surface. For example, these
calculations could be used to obtain the depth distribution of electron elastic collisions
in solids.
Thus, our model of inelastic scattering might be reasonably appropriate for MC simulation
of electron scattering by matter and for evaluation of IMFP from elastic electron reflection
experiment at low electron energies.
Also the relatively good agreement in simulation of electron transmission through the thin
films at the start of our work was obtained (the best using Hartree-Fockova atomic model
for calculation of differential cross-sections of elastic scattering and simple hyperbolic model
of electron inelastic scattering, without electron declination during scattering). Nevertheless,
these simulations were realized at the start of our study, when better models were not
available. In addition, with a low energy transmission electron microscope in a study of
carbon, very good agreement with theoretical assumptions was found for the calculated
angular distribution of elastically transmitted electrons in the given energy and thickness
range. Using these results, the chromatic error was found, and in this way also the
deterioration of resolution due to increasing sample thickness. Testing by measurement is
necessary, but we believe the agreement of the experimental and calculated thickness and
aperture dependences of transmitted electrons can be improved by implementing other
models of energy losses into the code.
In our work on calculation of interaction volume, the MC data of electron backscattering
and also of the k-ratios for thin films on substrate, in dependence on the energy of the
electrons and on the film thickness, were compared with the experimental values, with
reasonably good agreement. On the base of these findings, we have obtained reasonable
estimations of the radial and vertical dimensions of the interaction volume and their
dependence on the electron energy and on the film thickness. The results are important for
Electron Probe Microanalysis of nonhomogeneous samples, e.g., for the analysis of films on
substrates.
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