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Abstract
The design and implementation of in-fiber acousto-optic (AO) devices based on acoustic
flexural waves are presented. The AO interaction is demonstrated to be an efficient mechanism for the development of AO tunable filters and modulators. The implementation of
tapered optical fibers is proposed to shape the spectral response of in-fiber AO devices.
Experimental results demonstrate that the geometry of the tapered fiber can be regarded
as an extra degree of freedom for the design of AO tunable attenuation filters (AOTAFs).
In addition, with the objective of expanding the application of AOTAFs to operate as an
amplitude modulator, acoustic reflection was intentionally induced. Hence, a standing
acoustic wave is generated which produces an amplitude modulation at twice the acoustic
frequency. As a particular case, an in-fiber AO modulator composed of a double-ended
tapered fiber was reported. The fiber taper was prepared using a standard fusion and
pulling technique, and it was tapered down to a fiber diameter of 70 μm. The device
exhibits an amplitude modulation at 2.313 MHz, which is two times the acoustic frequency
used (1.1565 MHz); a maximum modulation depth of 60%, 1.3 dB of insertion loss, and
40 nm of modulation bandwidth were obtained. These results are within the best results
reported in the framework of in-fiber AO modulators.
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1. Introduction
The acousto-optic (AO) effect based on flexural acoustic waves in optical fibers has received a
great deal of attention for the development of many practical AO devices such as frequency
shifters, attenuators, and tunable filters [1–3]. In recent years, novel AO devices have been
proposed and developed to explore applications of in-fiber AO interaction in a different way,
for example, by implementing standing flexural acoustic waves [4, 5] or by the use acoustic
waves in short packets [6]. All these approaches offer the advantages of being dynamic devices
with tunable amplitude and spectral responses. Its operation principle relies on the intermodal
coupling induced by flexural acoustic waves along the fiber. The propagation of the acoustic
field produces a periodic perturbation of the refractive index that leads to an intermodal
resonant coupling between the fundamental core mode and some asymmetric cladding modes
of the fiber [1–3]. This AO effect produces a similar response to that obtained with a conventional long-period grating (LPG), but in this case, the transmission response can be controlled
dynamically by the amplitude and frequency of the acoustic wave.
In the framework of all-fiber modulators that exploit the dynamic properties of AO interaction,
several alternatives have been proposed and demonstrated [4, 6–15]. Among them, we have
proposed a modulation technique based on the intermodal coupling induced by standing
flexural acoustic waves in a standard optical fiber [4, 15]. This novel type of modulator provides a stable amplitude modulation that can be used to realize mode-locking operation in a
fiber laser system [4, 15]. However, its major shortcoming is the reduced modulation bandwidth (~1.5 nm), which could be a detrimental factor for systems that require broader optical
bandwidths. In this chapter we report an improved version of the AO modulator by
implementing tapered optical fibers as the mechanism to optimize the spectral response. The
results demonstrate that the geometry of the tapered fiber can be regarded as an extra degree
of freedom to the design of AO tunable modulators. For the particular case of 70 μm fiber
modulator, high modulation depth of 60%, low insertion loss of 1.3 dB, and 40 nm of modulation bandwidth are achieved. If we compare this result with conventional non-tapered modulators [4, 15], we can appreciate the improvement achieved with the present scheme.
In Section 2, we start with the numerical modeling of acoustically induced LPG formed in a
tapered structure. Then, in Section 3, we describe the experimental results and compare with
numerical simulations to obtain insight into the effect of including tapered optical fiber in the
AO device. Finally, our conclusions are summarized in Section 4.

2. Numerical modeling of the acousto-optic interaction in optical fibers
From the mechanical point of view, optical fibers are homogeneous cylinders immersed in air
that have the ability to guide acoustic waves. These acoustic waves, depending on the displacement of their particles, are classified as flexural, longitudinal, or torsional waves. For
the case of the flexural waves, a vibration is generated in one of the transverse directions
of the fiber, which produces an asymmetric perturbation of the refractive index. In this section,
the numerical technique to simulate the spectral response of the acoustically induced LPG is
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presented. Following the theory developed by Birks et al. in Ref. [3], the transmission matrix to
numerically simulate the intermodal coupling between the core and cladding forwardpropagating modes is reported.
The perturbation of the refractive index, Δn(x,y), is described in terms of the acoustic wave as
follows:

Δn x; y ¼ Δn0 sin ðΩt
Δn0 ¼ n0 ð1

KzÞ,

χ Þ K2 u0 y,

(1)
(2)

where x, y, and z are the Cartesian coordinates. z represents the direction of propagation along
the fiber for both the light and the acoustic wave, K is the acoustic wave number, Ω is the
acoustic wave angular frequency, and Δn0 is the perturbation amplitude (defined in Eq. (2))
with n being the refractive index of the fiber glass, χ is the photoelastic coefficient (χ = 0.22 for
silica), and u0 is the amplitude of vibration of the flexural acoustic wave, which is assumed to
vibrate in the direction of the y-axis. The coupling coefficient (κ) between the fundamental
mode and a cladding mode is evaluated with the expression
ω
κ¼
2c

ðð

Δn0 E∗01 Elm dx dy

(3)

A

where ω is the optical angular frequency, c is the speed of light, and Elm is the normalized
amplitude of the electric field of a fiber mode, being l = 0 and m = 1 the fundamental mode
where * denotes the complex conjugate.
The fact that the perturbation has an explicit dependence on the transverse coordinate y implies a
sinusoidal dependence with the azimuthal coordinate φ, y = r sinφ, which leads to an antisymmetric distribution of the perturbation in the cross section A of the fiber. Because the field
distribution of the fundamental mode (LP01) is symmetrical, to prevent the coupling coefficient
from being null, the energy coupling is restricted to the cladding modes with asymmetric
distribution. The modes that feature this asymmetric distribution feature are the LP1m modes.
Thus, there will be an intermodal coupling between the mode LP01 and the asymmetric modes of
the family LP1m. The total optical field is a superposition of two modes, which correspond to the
core and cladding forward-propagating modes with local amplitudes A(z) and B(z), respectively.
These amplitudes satisfy the following pair of coupled-mode equations:
dAðzÞ
¼
dz
dBðzÞ
¼
dz

j κ BðzÞ ejΩt e2jδz
j κ AðzÞ e

jΩt

e

2jδz

(4)
(5)

where j = ( 1)1/2; δ = (1/2)(β01: βlm): (π/Λ) is the phase mismatch parameter; β01 and βlm are the
propagation constants for the fundamental core mode and a high-order cladding mode,
respectively; and Λ is the wavelength of the acoustic wave (K = 2π/ Λ). In the regime of low
frequencies, Λ can be expressed as
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Λ¼

rﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
πacext
,
f

(6)

where a is the radius of the fiber, cext is the extensional velocity (5760 m/s for silica), and f is the
acoustic frequency.
The mode amplitudes, and hence the electric fields, can be readily solved from Eqs. (4) and (5)
in terms of a matrix F [16]:




Að0Þ
AðzÞe jβ01 z
¼F
,
(7)
Bð0Þ
BðzÞe jβlm z
2
3



π
π
δ
κ jKz
jðβþΛ
jðβþΛ
z
z
Þ
Þ
e sin ðγzÞ e
6 cos ðγzÞ j γ sin ðγzÞ e
7
γ
6
7




F¼6
(8)
7,
4
π
π
κ jKz
δ
jðβ ΛÞz
jðβ ΛÞz 5
e
cos ðγzÞ þ j sin ðγzÞ e
sin ðγzÞ e
γ
γ

1=2


where γ ¼ δ2 þ κ2 and β ¼ 1=2 β01 þ βlm :

A tapered structure is modeled assuming an acoustically induced LPG composed of N cascaded of uniforms LPGs with different fiber diameters and lengths Li, as depicted in Figure 1.
In each section, since both the velocity (v) and the amplitude of the flexural wave depend on
the fiber radius, the acoustic wavelength (Λ) and propagation constant (β) will have to be
computed for each section of fiber. The velocity and amplitude of the acoustic are expressed
in function of the fiber radius as
pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
υ ¼ πRcext f,
(9)
u0 ðRÞ ¼

R0
u0 ðR0 Þ,
R

(10)

where R0 is the original radius of the fiber previous to tapering and where we have assumed
that the acoustic power remains constant along the fiber.

Figure 1. Simulation model for the tapered fiber structure.
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The output from the ith section becomes the input to the (i + 1)th section of the fiber. The
output from the Nth section is therefore given by




AðLÞ
Að0Þ
¼ FN ⋯F2 F1
,
(11)
BðLÞ
Bð0Þ
where Fi is the F-matrix for the ith section, as defined by Eq. (8) with z = Li, and L = ΣLi is the
total length of the composite tapered fiber. The length Li is chosen small enough to insure
convergence of the numerical simulations.
Finally, the transmission response of the tapered AO device is modeled assuming that only the
fundamental mode is launched into the fiber, i.e., E01(0) 6¼ 0 and Elm(0) = 0. Thus, the spectral
dependence of the core mode is obtained computing |E01(L)|2/|E01(0)|2 for each optical wavelength. Previously, the specific cladding mode involved in the experiment will be identified
after the theoretical analysis of the phase matching conditions of different cladding modes at
the frequency of the acoustic wave.

3. Acousto-optic devices based on flexural waves
In this section we present experimental results on three different types of AO devices based on
acoustic flexural waves. The first device is a conventional acousto-optic tunable attenuation
filter, whose transmission characteristics are modeled with the previous transfer matrix analysis. Next, the spectral response of the attenuation filter is improved by the use of tapered
optical fibers. The results demonstrate, as it will be shown in Section 3.2, that the geometry of
the taper transitions can be regarded as an extra degree of freedom for the design of AO
devices. A significant improvement in the spectral bandwidth could be achieved by the proper
selection of the fiber transition. Finally, and with the objective of expanding the application of
the AO tunable attenuation filters (AOTAF) to an amplitude modulator, acoustic reflection was
intentionally induced. Thus, a standing acoustic wave is generated which produces an amplitude modulation at twice the acoustic frequency. Our approach permits the implementation of
broad modulation bandwidth (40 nm), high modulation depth (60%), and low optical loss
(1.3 dB) in a 70-μm configuration, operating in the MHz frequency range. These experimental
results are within the best results reported in the framework of in-fiber AO modulators.
3.1. The acousto-optic tunable attenuation filter
A schematic view of the experimental setup to investigate the acousto-optic interaction in
optical fibers is depicted in Figure 2. The AO device consists of a radio frequency (RF) source,
a piezoelectric disk (PD), an aluminum concentrator horn, and an uncoated optical fiber. The
PD is excited by the RF source with a sinusoidal waveform to produce an acoustic wave that is
transmitted into the fiber through the aluminum horn. To prevent attenuation of the acoustic
wave, the fiber is stripped of the outer polymer jacket; and to avoid unwanted acoustic
reflections, the acoustic wave is damped at both ends of the uncoated fiber. The length (L) of
the uncoated optical fiber was selected to be 24 cm. At this length, it is relatively easy to obtain
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Figure 2. Acousto-optic attenuation filter.

a maximum transfer of energy between the core mode and some specific cladding mode of the
fiber. Commercially available corning LEAF fiber was used in the experiments to implement
AO devices.
Initial experiments were prepared to obtain the flexural wave frequencies that satisfy phasematching condition between the LP01 mode and some specific higher-order cladding mode
LP1m. The objective is to identify the AO resonances in the experiments to ensure good
agreement between numerical simulations and the observed AO interaction. The AO resonances and the spectral response were measured with a superluminescent diode light source
(SLD) coupled to the optical fiber that provides an optical spectrum from 1450 to 1650 nm, and
the transmission signal is monitored and recorded by an optical spectrum analyzer (OSA).
Experimental results of the AO resonances are shown in Figure 2 for a range of optical wavelengths between 1450 and 1650 nm. Working in the frequency range from 1.6 to 2.8 MHz,
LP01-LP11, LP01-LP12, and LP01-LP13 intermodal couplings were observed. The dotted line in
Figure 3(a) indicates the acoustic frequency of 2.33 MHz, at which three AO resonances were
observed with resonant optical wavelengths of 1473, 1537, and 1618 nm, respectively; see
Figure 3(b). The voltage applied to the piezoelectric disk (VPD) was 33 V (whenever we refer to
voltages, it is a peak-to-peak measurement). Beyond this voltage the response of the piezoelectric
disk degrades due to an excessive heating. Most of our experiments were carried out using
voltages around 30 V, where a stable and linear response of the PD was observed.
The strongest mode coupling was found at the acoustic frequency of 2.005 MHz, corresponding
to the LP01-LP12 intermodal coupling. The spectral dependence of the transmission is shown in
Figure 4, where experimental (scatter points) and simulation (solid line) results are included. The
AO resonance exhibits a maximum rejection efficiency of 15 dB at the optical resonant wavelength of 1596 nm and a 3-dB stopband bandwidth of 1.9 nm. The spectral dependence is
calculated using Eq. (8), after computing the modal indexes of the fundamental and high-order
cladding modes using a standard boundary-value method, applied to a step index fiber. Material
dispersion was estimated assuming a binary silica optical fiber. Experimental results were found
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Figure 3. Acousto-optic resonances. (a) Acoustic frequency versus resonant optical wavelengths. (b) Transmission
response of the AOTAF at the applied frequency of 2.33 MHZ.

Figure 4. Transmittance spectrum at the acoustic frequency of 2.005 Mhz. Scatter points indicate the experimental results,
and solid line indicates the simulated transmission.

to be in agreement with simulations by using Sellmeier coefficients for a silica glass doped with
GeO2 in the core and pure silica glass in the cladding [17, 18]. Experimental results were best
fitted with a GeO2 concentration of around 3.1%, maintaining constant the core radius at 9.3 μm.
Simulation parameters were calculated to be closest to the LEAF fiber datasheet.
3.2. The acousto-optic tunable attenuation filter with a double-ended tapered fiber
In this section our purpose is to report an improved scheme of AO tunable attenuation filter
based on the implementation of thin optical fibers. The proposed configuration combines
the advantages of intermodal coupling in a double-ended tapered fiber. The fiber taper was
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prepared using a standard fusion and pulling technique, and it was stripped of the outer
polymer jacket to prevent the attenuation of the acoustic wave.
In resonance, the resonant wavelength (λR) is directly proportional to the root square of the
fiber radius R, expressed by the following relation:
sffiffiffiffiffiffiffiffiffiffiffiffiffiffi
πCext R
λR ¼ ðnco ncl Þ
,
(12)
f
where nco and ncl represent the effective indexes of the fundamental core mode and the cladding
mode, respectively. From Eq. (12) it is clear that a small variation in R produces a shift in
the resonant wavelength λR. Hence, by imposing a gradual reduction in the fiber diameter,
via the tapered fiber, a gradual shift of the resonant wavelength is expected, contributing to
enrich the spectral response of the AO device. Furthermore, since the AO effect takes place into a
thinner optical fiber, it produces a strong acousto-optic interaction that leads into a more efficient
intermodal coupling [19, 20]. Experiments were realized with the same scheme to that shown in
Figure 2 but including a tapered fiber. The fiber was tapered down to a fiber diameter of 80 μm.
The length of the tapered fiber is 23.7 cm long, and it was fabricated maintaining relatively long
decaying exponential transition profiles. The tapered fiber was composed of 12.5-cm-long uniform taper waist and 5.6-cm-long exponential transitions. Figure 5 shows the spectral response
of the AO interaction. For comparison purposes, and to illustrate the improvement in the spectral
response, the transmission spectra for a non-tapered optical fiber are included. In both cases, the
acoustic frequency was selected to produce the maximum transfer of energy at a resonant
wavelength around 1530 nm. Acoustic frequencies were fixed at 1.23 and 2.49 MHz for the
tapered and non-tapered fiber, respectively.

Figure 5. Transmission response of an 80-μm tapered fiber (black line). The blue line indicates the transmission response
for a non-tapered optical fiber. The acoustic frequencies were fixed to 1.23 and 2.49 MHz, respectively.
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The spectral response of the 80-μm tapered fiber exhibits a 3-dB optical bandwidth of 11.68 nm with
a minimum transmittance of 16 dB at the resonant optical wavelength of 1531.2 nm. If we compare
this result with the spectral response of the non-tapered fiber (12 dB of attenuation and 1.5 nm
of optical bandwidth), the improvement achieved by implementing tapered optical fibers is clear.
In order to illustrate how the geometry of the tapered fiber can be used as an extra degree of
freedom in the enhancement of the spectral response, we focus our attention on the effects of
large tapered transitions as a mechanism to shape the transmission spectrum. The fibers were
tapered down to fiber diameters of 80, 70, and 65 μm, respectively. All of them fabricated with
long decaying exponential profiles and uniform waists of around ~10 cm in length. The dimensions of the tapered fibers were selected to produce a spectral response that is dependent on the
taper transition. Table 1 shows the parameters of the tapered fibers used in the experiments.
The transmission response of the AO interaction is shown in Figure 6 for the three tapered fibers.
The acoustic frequency was selected to produce a maximum attenuation resonance around
1550 nm, and that corresponded to 0.540, 1.194, and 1.207 MHz for the three tapers of 80, 70,
and 65 μm, respectively. The rejection efficiency produced by these tapers was measured as 18,
6.2, and 4 dB, respectively. The red solid line in Figure 6 indicates the simulated spectral response.
In these experiments, the notch bandwidth undergoes an improved spectral response that is
dependent on the fiber diameter. For example, the bandwidth increases from 9 to 45 nm when the
waist diameter is reduced from 80 to 70 μm, respectively, and then, the bandwidth reduces to
34 nm for the device with 65-μm waist diameter. This variation in the optical bandwidth can be
associated to the spectral contributions of the taper waist and the taper transitions, as it will be

Waist diameter (μm)

Transition length (cm)

Waist length (cm)

80

5.06

11

70

5.90

10

65

5.98

9

Table 1. Parameters of the tapered fibers used in the experiments.

Figure 6. Transmission spectra for three different tapered fibers at different acoustic frequencies: (a) 80 μm, (b) 70 μm,
and (c) 65 μm waist diameters. In all cases: simulations (solid curve) and experimental values (scatter points). Arrows
indicate the spectral bandwidth at 3 dB.
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shown below. By comparing these results with a non-tapered single-mode fiber, 1.5 nm of 3-dB
optical bandwidth (see Figure 5), we observe a 6 to a 30 improvement in the optical bandwidth.
From these results (Figure 6) we conclude that our numerical simulations are realistic. Therefore, numeric simulation can be used to gain insight into the AO effect along the tapered
optical fiber. For this purpose we have computed the contributions of isolated taper transitions
and taper waist. Numerical simulations for the waist and the two taper transitions are shown
in Figure 7 for the three tapered fibers used in the experiments. For the device with 80-μm
diameter in Figure 7(a), the greatest contribution comes from the waist region of the device.
Then, for the device with 70-μm waist diameter in Figure 7(b), we can observe that the
broadening of the notch is enhanced simultaneously by the contribution of both the taper
waist and the taper transitions. Finally, for the device with 65-μm waist diameter, Figure 7(c),
the role of the taper transitions is the dominant to produce the spectral broadening.
Numerical results demonstrate that tapered transitions can play an important role to improve
the optical bandwidth of AO devices. In order to obtain the greatest contribution, the response
of taper transitions must be similar to the resonant wavelength of the taper waist. In this way,
both elements contribute simultaneously to shape the spectral response of the device. We
should also comment that the final transmission of the device is not the simple addition of
isolated transmission sections, since a proper concatenation of the taper sections takes into
account the amount of power already coupled in the previous sections and the phase accumulated in the each mode.
3.3. The acousto-optic amplitude modulator
An important characteristic of the acousto-optic effect occurs when acoustic reflection is
induced. Under the effect of a standing flexural wave, the AOTAF can be operated as an
amplitude modulator. With the objective of expanding the application of the filter to a
broad bandwidth acousto-optic modulator (AOM), we take advantage of the improvements
achieved in the spectral response by implementing tapered optical fibers. By firmly
clamping one end of the fiber, opposite to the aluminum horn, a standing flexural acoustic
wave is generated, and the transmission of the filter can be converted into an amplitude
modulation. Figure 8 illustrates the conversion of the filter into a modulator by the effect of

Figure 7. Numerical simulations of the spectral response considering the taper transitions and the taper waist as
independent parts in the tapered fibers of (a) 80 μm, (b) 70 μm, and (c) 65 μm, respectively.
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the standing wave. In this case, the device exhibits a transmission which oscillates in time
as a result of the instantaneous perturbation generated by the standing flexural wave.
Hence, the transmission is amplitude modulated at a frequency two times the frequency of
the acoustic wave.
The AO modulator consists of a 24-cm-long tapered optical fiber, which is composed of two
transition sections of 6.38 cm and a uniform waist of 70 μm with 11 cm in length. Figure 9(a)
shows the spectral dependence including the maximum and minimum transmission for a RF
signal applied to the piezoelectric disk of 1.1565 MHz and 10.2 V. From this result we observe a
maximum attenuation of 9 dB at the resonant optical wavelength of 1541 nm. At this wavelength the intermodal coupling produces the maximum transfer of energy between the core
and cladding modes and consequently the maximum amplitude modulation. The measurements in Figure 9 were performed with a tunable laser diode (1520–1570 nm) by tuning the
wavelength around the resonant wavelength and detecting the transmitted light in a standard
oscilloscope. Figure 9(b) shows the transmitted light as a function of time at the resonant
optical wavelength, for the same conditions described in Figure 9(a). This result demonstrate
an amplitude modulation at 2.313 MHz, which is two times the acoustic frequency used
in the experiments (1.1565 MHz). The fact that the reflection coefficient for the acoustic wave
is not 1 makes the maximum transmission to be slightly below the reference level, i.e., the

Figure 8. Acousto-optic amplitude modulator.

Figure 9. Transmission response of the AO modulator. (a) Maximum (solid points) and minimum (open points) transmission as a function of wavelength around the resonance located at 1541 nm. (b) Oscilloscope trace of transmitted light at
the resonant optical wavelength; the reference level is the 0 dB line. In both cases f = 1.1565 MHz and VPD = 10.2 V.
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transmission of the fiber when no acoustic wave propagates. Therefore, the maximum transmission determines the insertion loss of the AOM at a given wavelength, RF frequency, and voltage.
The difference between the maximum transmission and the minimum determines the modulation depth. From the results presented in Figure 9, we emphasize a strong modulation depth
(60.5%), together with a low insertion loss (1.3 dB) and a broad operation bandwidth (~ 40 nm).
By comparing the optical bandwidth with a non-tapered AOM [15] (1.5 nm bandwidth), a
26.67 improvement is achieved just by a small amount of reduction in the fiber diameter.
For practical applications, the modulator has a number of specific characteristics that require to be
properly analyzed. First, we measured the modulation depth as a function of the optical wavelength, when both the acoustic frequency and the RF voltage were fixed. Figure 10(a) shows the
modulation dependence around the resonant wavelength of 1541 nm when f = 1.1565 MHz and
VPD = 10.2 V are fixed. At the resonant wavelength, the modulation depth is maximal, and
symmetrically decreases for longer and shorter wavelengths. The measured 3-dB bandwidth of
the AO modulator is estimated as 40 nm, with a maximum modulation depth of 60.5%. On the
other hand, since an acoustic resonator is also formed, Figure 10(b) shows the modulation depth
versus the detuning frequency Δf when λR and VPD are maintained at 1545 nm and VPD = 10. 2 V,
respectively. The center frequency in Figure 10(b) corresponds to 1.1565 MHz. At this frequency the
modulation depth is maximal, and it drops gradually to values close to zero around frequencies of
2 kHz. For longer and shorter frequencies, the transmission oscillates and decays to values near to
zero for frequencies around 6 kHz. Therefore, the proper operation of the AOM is determined by
the acoustic frequency f, which is selected to achieve the maximum modulation depth.
From a practical point of view, the AOM may find practical applications as active mode locker
in all-fiber laser for ultrashort pulse generation. As the results demonstrate, the modulation
bandwidth could be as broad as the Erbium band emission (~40 nm), and it could be operated
with modulation depths higher that 50%. Beside these benefits, the low insertion losses (< 2 dB)
and the inherent advantages of being an all-fiber device should be mentioned. Further
improvements in efficiency and interaction length could be possible by properly selecting the
geometry of the tapered optical fiber in the modulator.

Figure 10. Characteristics of the AO modulation. (a) Modulation depth around the resonant wavelength of 1541 nm
when f = 1.1565 MHz and VPD = 10.2 V are fixed. (b) Modulation depth versus the detuning frequency Δf when λR and VPD
are maintained at 1541 nm and VPD = 10.2 V, respectively. The central acoustic frequency in (b) is 1.1565 MHz.
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4. Conclusions
This chapter demonstrated the potential of in-fiber acousto-optic interaction based on flexural acoustic waves for the design of all-fiber AO devices such as tunable attenuation filters
and modulators. Based on the basic theory of AO interaction, the transmission matrix for
simulating the acousto-optic response is developed. Numerical results demonstrate good
agreement with experimental results. Thus, we can conclude that our numerical simulations
are realistic, so we can use the simulation tool to gain insight into the AO interaction along
the device. From experimental results, it is demonstrated that the geometry of the taper
transitions can be regarded as an extra degree of freedom to the design of AO devices.
Optical bandwidths of up to 45 nm are reported in a tapered fiber with a gradual reduction
of the fiber. Additionally, under the effect of a standing flexural wave, conventional AO
tunable attenuation filters can be operated as an amplitude modulator. As a particular case,
an in-fiber AO modulator composed of a double-ended tapered fiber was reported. The fiber
taper was prepared using a standard fusion and pulling technique, and it was tapered down
to a fiber diameter of 70 μm. The device exhibits an amplitude modulation at 2.313 MHz,
which is two times the acoustic frequency used (1.1565 MHz), a maximum modulation depth
of 60.5%, 1.3 dB of insertion loss, and 40 nm of modulation bandwidth. From the point of
view of implementation, the AOM is well suited for active mode locking in the ultrashort
pulse regime.
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